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Power Conversion

Please call for 120V models

MultiPlus Pure Sine Wave Inverter/Charger with AC T ransfer

Item Code hxwxd [mm] Weight [kg] NZD

Phoenix MultiPlus http://www.alphatrononline.com/Inverter_Chargers_230Vac_50Hz.cfm
Phoenix Multi C 12/800/35-16 CMP128010000 375 x 214 x 110 10 1608
Phoenix MultiPlus C 12/1200/50-16 CMP121220000 375 x 214 x 110 10 2111
Phoenix MultiPlus C 12/1600/70-16 CMP121620000 375 x 214 x 110 10 2534
Phoenix MultiPlus C 12/2000/80-30 CMP122020000 520 x 255 x 125 13 3169
Phoenix MultiPlus 12/3000/120-16 PMP012302000 362 x 258 x 218 18 4400
Phoenix MultiPlus 12/3000/120-50 PMP123021000 362 x 258 x 218 18 4743

Phoenix Multi C 24/800/16-16 CMU024801000 375 x 214 x 110 10 1608
Phoenix MultiPlus C 24/1200/25-16 CMP241220000 375 x 214 x 110 10 2111
Phoenix MultiPlus C 24/1600/40-16 CMP241620000 375 x 214 x 110 10 2534
Phoenix MultiPlus C 24/2000/50-30 CMP024202000 520 x 255 x 125 13 3169
Phoenix MultiPlus 24/3000/70-16 PMP024302000 362 x 258 x 218 18 4400
Phoenix MultiPlus 24/3000/70-50 PMP243021000 362 x 258 x 218 18 4743
Phoenix MultiPlus 24/5000/120-50 PMP245021000 444 x 328 x 240 30 6329

Phoenix MultiPlus 48/3000/35-16 PMP048302000 362 x 258 x 218 18 4400
Phoenix MultiPlus 48/3000/35-50 PMP483021000 362 x 258 x 218 18 4743
Phoenix MultiPlus 48/5000/35-50 PMP485021000 444 x 328 x 240 30 6329

Quattro - 2 x ac-input, 2 x ac-output http://www.alphatrononline.com/Inverter_Charger_Quattro.cfm
Phoenix Quattro 12/3000/120-50/30 QUA123020000 362 x 258 x 218 18 5348
Phoenix Quattro 12/5000/220-100/100 QUA125020000 444 x 328 x 240 30 8326

Phoenix Quattro 24/3000/70-50/30 QUA243020000 362 x 258 x 218 18 5348

The Alphatron range of power conversion equipment is recognised 
for its reliability and world wide support. It includes some of the 
worlds best known brand names that are known for their innovation 
and built quality.

To download data sheets and find out more: http://www.alphatrononline.com

4-stage Adaptive charger, additional trickle charger, pure sine wave inverter, automatic fast ac-transfer in a single box.
Selected models can be connected in parallel for increased power output with inherent redundancy. 1- 2- or 3-phase configurations are possible 

PowerAssist. These units can supplement the generator ac-power to provide for peak ac-power demand that exceeds the generator specification.

Pure sine wave inverter/chargers with automatic ac-transfer switch. 

QUATTRO models with 2 x ac-input and 2 x ac-output

A Multi purpose programmable relay can be configured to start a generator or for load shedding applications.

Phoenix Quattro 24/3000/70-50/30 QUA243020000 362 x 258 x 218 18 5348
Phoenix Quattro 24/5000/120-30/30 QUA245020000 444 x 328 x 240 30 6960
Phoenix Quattro 24/8000/200-100/100 QUA248020010 470 x 350 x 280 45 10882

Phoenix Quattro 48/5000/70-50/30 QUA485020000 444 x 328 x 240 30 6960
Phoenix Quattro 48/8000/110-100/100 QUA488020000 470 x 350 x 280 45 10336
Phoenix Quattro 48/10000/140-100/100 QUA488020000 470 x 350 x 280 45 11393

Please call for 120V models

Pure Sine Wave Inverters - Phoenix

Item Code hxwxd [mm] Weight [kg] NZD

Extruded Enclosure With Integrated IEC Socket
Phoenix 12/180 PIN012181100 72 x 132 x 200 2.7 233
Phoenix 12/350 PIN012351100 72 x 155 x 237 3.5 300
Phoenix 12/750 PIN012751100 72 x 180 x 295 2.7 745

Phoenix 24/180 PIN024181100 72 x 132 x 200 2.7 233
Phoenix 24/350 PIN024351100 72 x 155 x 237 3.5 300
Phoenix 24/750 PIN024751100 72 x 180 x 295 2.7 745

Phoenix 48/350 PIN048351100 72 x 155 x 237 3.5 338
Phoenix 48/750 PIN048751100 72 x 180 x 295 2.7 795

Wall mounted Compact Enclosure
Phoenix Inverter C 12/1200  CIN121220000 375 x 214 x 110 10 1379
Phoenix Inverter C 12/1600  CIN121620000 375 x 214 x 110 10 1866
Phoenix Inverter C 12/2000 CIN012202000 520 x 255 x 125 13 2111

Phoenix Inverter C 24/1200 CIN241220000 375 x 214 x 110 10 1379
Phoenix Inverter C 24/1600 CIN241620000 375 x 214 x 110 10 1866
Phoenix Inverter C 24/2000 CIN024202000 520 x 255 x 125 13 2111

Wall Mounted VE.Bus Enabled, parallel connectable
Phoenix Inverter 12/3000 PIN012302000 362 x 258 x 218 18 3321

Phoenix Inverter 24/3000 PIN024302000 362 x 258 x 218 18 3321
Phoenix Inverter 24/5000 PIN024502000 444 x 328 x 240 28 5534

Phoenix Inverter 48/3000 PIN048302000 362 x 258 x 218 18 3321
Phoenix Inverter 48/5000 PIN485020000 444 x 328 x 240 28 5534

Please call for 120V models

Modular design allows stacking of multiple units for increased power and redundancy. 1- 2- and 3-phase configurations

RS485 port for remote panel connection and programming via VEConfigure
Hybrid switch mode - toroidial transformer design for ultimate reliability and high efficiency

Pure sine wave inverters in corrosion and impact resistant enclosure

To download data sheets and find out more: http://www.alphatrononline.com/Inverters_230Vac_50Hz.cfm

A programmable multi purpose relay enables auto generator start or load shedding designs
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Pure Sine Wave Inverters - alphaLine
A range of very high quality pure sine wave inverters.
Extremely tight Voltage, frequency and THD control
A programmable multi purpose relay enables auto generator start or load shedding designs
Remote control via AlphaLink
Ultra rugged toroidal transformer construction
To download data sheets and find out more: http://www.alphatrononline.com/alphaLine.cfm

Item Code hxwxd [mm] Weight [kg] NZD

powerSine 200-12 5002000 154 x 98 x 130 2.4 317
powerSine 300-12 5003000 184 x 98 x 130 3.5 406
powerSine 600-12 5004000 228 x 113 x 163 6.2 681
powerSine 1000-12 5005000 351 x 210 x 114 10.5 1248
powerSine 1600-12 5006300 351 x 210 x 114 10.5 1756

powerSine 200-24 5002100 154 x 98 x 130 2.4 317
powerSine 350-24 5003100 184 x 98 x 130 3.5 419
powerSine 800-24 5004100 228 x 113 x 163 6.2 719
powerSine 1400-24 5005100 351 x 210 x 114 10.5 1354
powerSine 1800-24 5006320 351 x 210 x 114 10.5 1851

powerSine 200-48 5002300 154 x 98 x 130 2.4 402
powerSine 450-48 5003300 184 x 98 x 130 3.5 525
powerSine 750-48 5004300 228 x 113 x 163 6.2 762
powerSine 1800-48 5006360 351 x 210 x 114 10.5 1851

All Models available in 115V, please call

Battery Chargers - alphaLine 90-260V
Universal input 90 - 260V with Power Factor Correction
alphaLink port for remote connection dashboard software control
1 Main output and 4A trickle output
4 stage charge algorithm with temperature compensation, fully programmable
Alarm relay and remote on/off
http://www.alphatrononline.com/alphaline.cfm

Item Code hxwxd [mm] Weight [kg] NZD

omniCharge 12-40 5026200 351 x 210 x 114 5.5 905
omniCharge 12-60 5026400 351 x 210 x 114 5.5 1126
omniCharge 24-20 5026220 351 x 210 x 114 5.5 929
omniCharge 24-30 5026420 351 x 210 x 114 5.5 1150
Remote 361

Battery Chargers - alphaLine IP65 Sealed
Series of IP65 sealed automatic battery chargers. Dust and mud proof charger on 4x4 and motorhomes
Dust, water, oil or salt spray cannot damage the electronics Engine crank battery charger
Total potting,vibration resistant and virtually indestructable Industrial weather proof power supplies

5 year Warranty

Item Code lxwxh [mm] Weight [kg] NZD

IP65 Battery Charger 12/6 BPC012006002 155 x 80 x 35 1 288
IP65 Battery Charger 12/15 BPC012015002 193 x 100 x 47 2.8 433

Pure Sine Wave Inverter - Fanless
High quality pure sine wave inverter - sealed without fan Very low self consumption

300W continuous, 600W for 10 minutes Remote control

Conformal coating and epoxy encapsulation The best choice for small PV systems

Die-cast aluminium enclosure and stainless steel hardware 2 year warranty

hxwxd [mm] Weight [kg] NZD
SI-300-115 SureSine 300 12Vdc to 115Vac inverter 12Vdc - 115Vac 60Hz 213 x 152 x 105 4.5 515
SI-300-220 SureSine 300 12Vdc to 220Vac inverter 12Vdc - 220Vac 50Hz 213 x 152 x 105 4.5 433

Alphatron Power Products 2011.xlsx:3/06/2011 www.alphatrononline .com 5/27



Skylla-TG Battery Chargers - Industrial / Commercia l
Industrial chargers 24V and 48V GMDSS models available
Fully adjustable 3-stage automatic charge characteristic 3-phase models available
Temperature sensing and voltage sensing Standard potential free alarm relay
Rugged aluminium construction Remote monitoring and control terminals

Data sheet: http://www.alphatrononline.com/Chargers_Industrial_24V_and_48V.cfm

Item Code hxwxd [mm] Weight [kg] NZD
230Vac and 400Vac 45-65Hz and 180-400Vdc
Skylla-TG 24/30 (1+1) SDTG2400301 365 x 250 x 147 5.5 1540
Skylla-TG 24/50 (1+1) SDTG2400501 365 x 250 x 147 5.5 1667
Skylla-TG 24/80 (1+1) SDTG2400801 365 x 250 x 257 10 2729
Skylla-TG 24/100 (1+1) SDTG2401001 365 x 250 x 257 10 3296

Skylla-TG 24/50 3-phase (1+1) STG24050300 365 x 250 x 257 13 3025
Skylla-TG 24/100 3-phase (1+1) STG024100300 515 x 260 x 265 23 4836

Skylla-TG 48/25 (1+1) SDTG4800251 365 x 250 x 147 5,5 1997
Skylla-TG 48/50 (1+1) SDTG4800501 365 x 250 x 257 10 3554

Universal input 90-265Vac, Germanischer Lloyd appro val Category C
Skylla-TG 24/30 (1+1) 90-265Vac SDTG2400303 365 x 250 x 147 5.5 1878
Skylla-TG 24/50 (1+1) 90-265Vac SDTG2400503 365 x 250 x 147 5.5 2035
Skylla-TG 24/100 (1+1) 90-265Vac (Q3) SDTG2401003 365 x 250 x 257 10 4019

GMDSS Power supply / Charger
Skylla-TG 24/30 GMDSS (excl. panel) SDTG2400302 365 x 250 x 147 6 2357
Skylla-TG 24/50 GMDSS (excl. panel) SDTG2400302 365 x 250 x 147 6 2957

Phoenix Battery Chargers - 2+1 Output

Item Code hxwxd [mm] Weight [kg] NZD

Phoenix Charger 12/30  (2+1) PCH012030001 350 x 200 x 108 3,8 910
Phoenix Charger 12/50  (2+1) PCH012050001 350 x 200 x 108 3,8 1341

Phoenix Charger 24/16 (2+1) PCH024016001 350 x 200 x 108 3,8 927
Phoenix Charger 24/25 (2+1) PCH024025001 350 x 200 x 108 3,8 1341

Centaur Battery Chargers - 3 Output
3-stage automatic battery chargers with 3 outputs

Fully programmable 

4-stage adaptive battery charge characteristic for safe and fast charging of any lead-acid based 
battery while ensuring the longest possible battery life.

RS485 port for remote panel connection and 

Quality no-nonsense charger. Battery type selection with dip-switch

Universal input 90-265Vac / 45-65Hz, 2+1 output

Standard temperature compensated charging and 
voltage sensing

3-stage automatic battery chargers with 3 outputs
Universal input 90-265Vac, 45-65Hz http://www.alphatrononline.com/Chargers_no-nonsense.cfm

Item Code hxwxd [mm] Weight [kg] NZD
Centaur Charger 12/20 (3) CCH012020000 355 x 215 x 110 3,8 553
Centaur Charger 12/30 (3) CCH012030000 355 x 215 x 110 3,8 633
Centaur Charger 12/40 (3) CCH012040000 426 x 239 x 135 5 783
Centaur Charger 12/50 (3) CCH012050000 426 x 239 x 135 5 884
Centaur Charger 12/60 (3) CCH012060000 426 x 239 x 135 5 977
Centaur Charger 12/80 (3) CCH012080000 505 x 255 x 130 12 1599
Centaur Charger 12/100 (3) CCH012100000 505 x 255 x 130 12 2056
Centaur Charger 12/200 (3) CCH012200000 505 x 255 x 230 16 4112

Centaur Charger 24/16 (3) CCH024016000 355 x 215 x 110 3,8 885
Centaur Charger 24/30 (3) CCH024030000 426 x 239 x 135 5 1238
Centaur Charger 24/40 (3) CCH024040000 505 x 255 x 130 12 1619
Centaur Charger 24/60 (3) CCH024060000 505 x 255 x 130 12 1849
Centaur Charger 24/80 (3) CCH024080000 505 x 255 x 230 16 2685
Centaur Charger 24/100 (3) CCH024100000 505 x 255 x 230 16 3326

IP65 sealed Battery Chargers
Series of IP65 sealed automatic battery chargers. Dust and mud proof charger on 4x4 and motorhomes
Dust, water, oil or salt spray cannot damage the electronics Engine crank battery charger
Total potting make these chargers vibration resistant and virtually indestructable Industrial weather proof power supplies

http://www.alphatrononline.com/Chargers_IP65_waterproof.cfm

Item Code hxwxl [mm] Weight [kg] NZD
Blue Power 12/7   Waterproof (1) BPC012007100 43 x 80 x 155 1.1 389
Blue Power 12/17 Waterproof (1) BPC012017100 47 x 99 x 193 1.4 593
Blue Power 24/3   Waterproof (1) BPC024003100 43 x 80 x 155 1.1 389
Blue Power 24/12   Waterproof (1) BPC024012100 47 x 99 x 193 1.4 593

Blue Power Battery Chargers 90-265Vac

http://www.alphatrononline.com/Chargers_IP65_waterproof.cfm
Item Code hxwxl [mm] Weight [kg] NZD

Blue Power 12/7 BPC120700000 50 x 85 x 199 0.9 243
Blue Power 12/10 BPC121000000 50 x 85 x 199 0.9 305
Blue Power 12/15 BPC121500000 50 x 85 x 199 0.9 349
Blue Power 24/5 BPC240500000 50 x 85 x 199 0.9 305
Blue Power 24/8 BPC240800000 50 x 85 x 199 0.9 349

1 and 3 outputs
Blue Power 12/25 BPC122503000 66 x 90 x 235 1.3 442
Blue Power 12/25-3 BPC122505000 66 x 90 x 235 1.3 504
Blue Power 24/15 BPC241503000 66 x 90 x 235 1.3 442

Adaptive battery chargers in compact fan colled enclosure

Quality no-nonsense charger. Battery type selection with dip-switch

Universal input 90-265Vac / 45-65Hz

Blue Power 24/15 BPC241503000 66 x 90 x 235 1.3 442
Blue Power 24/15-3 BPC241505000 66 x 90 x 235 1.3 504
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DC/DC Converters

Air cooling makes for compact design

To download data sheets : http://www.alphatrononline.com/DC-DC_Converters.cfm

Item Code hxwxl [mm] input/output NZD

Common Ground
Orion 24/12-5 IP65 ORI241205010 49 x 90 x 65 18-35V/13,2V-5A 119
Orion 24/12-5 ORI241205000 49 x 88 x 68 18-35V/13,2V-5A 84
Orion 24/12-8 ORI241208000 49 x 88 x 98 18-35V/13,2V-8A 115
Orion 24/12-12 ORI241212000 49 x 88 x 98 20-35V/13,2V-12A 124
Orion 24/12-20* ORI241220000 49 x 88 x 126 20-35V/13,8V-20A 168
Orion 24/12-30* ORI241230000 49 x 88 x 151 20-35V/13,8V-30A 261
Orion 24/12-60* ORI241260000 88 x 100 x 180 20-35V/13,8V-60A 526
Orion 12/24-7 ORI122407000 49 x 88 x 98 9-18V/24V-7A 181
Orion 12/24-10 ORI122410000 49 x 88 x 12 9-18V/24V-10A 232

Galvanic Isolation
Orion xx/yy-100W ORIxxyy10100 49 x 88 x 152 xxV/yyV-100W 232
Orion xx/yy-200W ORIxxyy20100 49 x 88 x 182 xxV/yyV-200W 276
Orion xx/yy-360W ORIxxyy36100 64 x 163 x 160 xxV/yyV-360W 567
Orion 110/12-360W ORI110123610 64 x 163 x 160 110V/12V-360W 840
Orion 110/24-360W ORI110243610 64 x 163 x 160 110V/24V-360W 840
Orion 12/27.6-12 * ORI122712000 64 x 163 x 160 12V/27.6V-12A 615
Orion 24/13.6-24 * ORI241324000 64 x 163 x 160 24V/13.6V-24A 615
Orion 7-35/12-3 ORI351203000 64 x 163 x 160 7-35V/12V-3A 186
*suitable for battery charging

DC/DC Converters Dust and Water Resistant IP533

Inherent reliability with no quibble, lifetime guarantee
To download data sheets : http://www.alphatrononline.com/DC-DC_Converters.cfm

Item Code input output hxwxl [mm] NZD

Common Ground
PV3s 17-32V 13.6V-3A (6A) 50 x 87 x 67 90
PV6s 17-32V 13.6V-6A (10A) 50 x 87 x 89 118
PV12s 17-32V 13.6V-12A (18A) 50 x 87 x 127 199
PV18s 17-32V 13.6V-18A (21A) 50 x 87 x 167 285
PV24s 17-32V 13.6V-24A (30A) 50 x 87 x 167 380

All units are suitable for battery charging
Silent operation (no cooling fans)

yy=output= 12 or 24Vxx=input= 12, 24, 48 or 96V

Units indicated with * are suitable for battery charging applications

Series of IP533 protected DC/DC converters

PV24s 17-32V 13.6V-24A (30A) 50 x 87 x 167 380
PV12s-A 17-32V 13.6V-12A (18A) x 2 285
DD24-12 600 17-31V 13.6V-50A (62A) 67 x 110 x 300 1426
DD12-24 072 9-16V 27.2V-3A (3.75A) 50 x 87 x 89 352
DD12-24 168 9-16V 27.2V-7A (8.75A) 50 x 87 x 167 504
DD12-24 240 9-16V 27.2V-10A (12.5A) 50 x 87 x 217 710
DD48-12 072 48 V 6A (8A) 240
DD48-12 108 48 V 9A (11A) 316

Galvanic Isolation
DDi12-12 036 9-16V 13.6V-3A (3.75A) 50 x 87 x 89 271
DDi12-12 072 9-16V 13.6V-6A (10A) 366
PV3i 17-32V 13.6V-3A (6A) 50 x 87 x 89 180
PV6i 17-32V 13.6V-6A (10A) 50 x 87 x 127 238
PV12i 17-32V 13.6V-12A (18A) 50 x 87 x 167 399
PV18i 17-32V 13.6V-18A (21A) 50 x 87 x 217 571
PV24i 17-32V 13.6V-24A (30A) 50 x 87 x 217 761

AC/DC Power Supplies

Radio, GSM data communication
Inherent reliability with no quibble, lifetime guarantee Test equipment, phone exchanges etc.

Item Code input output hxwxl [mm] NZD
AD115/230-12 036 85-265Vac, 40-440Hz 13.6V, 36W 59 x 87 x 165 351
AD115/230-12 072 85-265Vac, 40-440Hz 13.6V, 72W 59 x 87 x 165 461
AD115/230-12 108 85-265Vac, 40-440Hz 13.6V, 108W 59 x 87 x 165 622
AD115/230-12 168 85-265Vac, 40-440Hz 13.6V, 168W 59 x 87 x 215 776
AD115/230-12 240 85-265Vac, 40-440Hz 13.6V, 240W 59 x 87 x 255 1603
AD115/230-24 036 85-265Vac, 40-440Hz 27.2V, 36W 59 x 87 x 165 351
AD115/230-24 072 85-265Vac, 40-440Hz 27.2V, 72W 59 x 87 x 165 461
AD115/230-24 108 85-265Vac, 40-440Hz 27.2V, 108W 59 x 87 x 165 622
AD115/230-24 168 85-265Vac, 40-440Hz 27.2V, 168W 59 x 87 x 215 776
AD115/230-24 240 85-265Vac, 40-440Hz 27.2V, 240W 59 x 87 x 255 1603
AD115/230-48 036 85-265Vac, 40-440Hz 54.4V, 36W 59 x 87 x 165 351
AD115/230-48 072 85-265Vac, 40-440Hz 54.4V, 72W 59 x 87 x 165 461
AD115/230-48 108 85-265Vac, 40-440Hz 54.4V, 108W 59 x 87 x 165 622
AD115/230-48 168 85-265Vac, 40-440Hz 54.4V, 168W 59 x 87 x 215 776
AD115/230-48 240 85-265Vac, 40-440Hz 54.4V, 240W 59 x 87 x 255 1603

Series of AC/DC power supplies with universal ac-input
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Monitoring Distribution and Control

Battery Monitors and Software
Item Code hxwxd [mm] Weight [kg] NZD

http://www.alphatrononline.com/alphaline.cfm
e-xpert lite (2 banks) 5055010 0,3 337
e-xpert pro (2 banks) 5055030 0,3 419
e-xpert pro-hv (2 banks, 14 - 70V) 5055040 0.3 459

1000A/50mV shunt SHU102050200 393
1200A/50mV shunt 5055180 140
2000A/50mV shunt SHU202050200 691
E-Xpert Prescaler 5:1 5055511 158
E-Xpert Connection kit 10m 5055440 90
E-Xpert Connection kit 20m 5055460 144
E-Xpert Connection kit 30m 5055480 200
E-Xpert Temp.sensor kit 10m 5054340 59
E-Xpert Temp.sensor kit 20m 5055360 86
E-Xpert Temp.sensor kit 30m 5055380 113
E-Xpert Data Link RS232 5055200 Incl dashboard software 248
E-Xpert Data Link USB 5055210 Incl. Dashboard software 248
E-Xpert Pro Alarm output expander 5055630 4 alarm outputs for E-Xpert Pro 88

Battery monitor BMV 600S BAM001004000 65x65x30 0,3 325
Battery monitor BMV-602S BAM001003200 65x65x72 0,3 424
Battery monitor BMV-602S BLACK BAM001003220 65x65x72 0,3 424
Battery monitor BMV-602HS 70-350V BAM001003210 65x65x72 0,3 1629
BMV Data Link ASS030071000 253

VE.Net Products

Data sheets: http://www.alphatrononline.com/VENet.cfm
Item Code hxwxd [mm] Weight [kg] NZD

Programmable device specific alarms
Auto plug and play configuration of connected devices

Inverters, chargers, battery monitors, tank monitors etc. all link via 
network cable to one or more VE.Net panels
Control and configure all connected VE.Net enabled devices from a 

VE.Net is a digital network system for power equipment

Item Code hxwxd [mm] Weight [kg] NZD
VE.Net Panel VPN000100000 65 x 120 x 40 432
VE.Net GMDSS Panel VPN000200000 65 x 120 x 40 432
VE.Net Blue Power Panel BPP000100000 130 x 120 x 40 566

VE.Net BatteryController 12, 24, 48V VBC000300000 105 x 75 x 22 449
VE.Net BatteryController 70 - 350V VBC000500000 105 x 75 x 22 1792
Shunt 1000A/50mV SHU102050100 80 x 30 x 168 429
Shunt 1000A/50mV SHU202050200 80 x 50 x 168 686

VE Global Remote VGR000200000 73 55 x 26 0.75 1114
VE Global Ethernet Remote VGR200100000 73 55 x 26 0.75 1114
Clobal Remote to BMV connect kit VGR900100000 250
VGR I/O expander VGR900030201 648

VE.Net to VE.Bus converter VVC000200000 30 x 105 x 72 453

VE.Net Generator Start Module VGM000100000 1291

VE.Net Tank Monitor (current) VCS000100000 105 x 75 x 22 453
VE.Net Tank Monitor (Resistive) VRS000100000 105 x 75 x 22 453
VE.Net Tank Monitor (Voltage) VVS000100000 105 x 75 x 22 453

Victron Remote Panels

hxwxd [mm] Weight [kg] NZD
REC040001000 Battery Alarm   65x120x40 144
REC020003000 Phoenix Multi Control 16A - VE Bus compatible 65x120x40 237
REC020004000 Phoenix Multi Control 30A - VE Bus compatible 65x120x40 237
REC020005000 Digital Phoenix Multi Control 65x120x40 307
REC030001100 Phoenix Inverter Control  VE Bus compatible 65x60x40 158
REC030002000 Inverter control 750VA models 108
REC010001000 Phoenix Charger Control 65x120x40 162
SDRPCSV Charger Switch    65x60x40 172
SDRPSKC Skylla Control  65x60x40 280

Remote panels for Victron Energy inverters, chargers, 
inverter/chargers and ac-transfer switches
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System Manager Panels

Retro-style and Touch screen system manager panels

hxwxd [mm] Weight [kg] NZD
REC050600000 Retro -style with digital Multi Control, BMV-602 and AC monitoring 213 x 150 x 75 1896

Controls MultiPlus, Quattro and battery monitor plus shore/generator
Includes shunt and connection cabling

VVT000100000 E-Plex touch screen with software to control MultiPlus and Quattros 261 x 123 x 37 2609
Can also integrate MultiPlusses and Quattros into e-plex system
(requires VE.Bus to E-Plex Converter)

ESP System Panels

Series of modular total systems panels
Modular AC-panels
Modular DC panels

System panel including
  House and start battery monitoring
  AC power monitoring
  Remote control of battery isolator
  Victron Energy MultiPlus control

ESP System panel ESP Blue Power System Panel Tank monitoring panel

hxwxd [mm] NZD
ESP130100000 ESP Blue Power System Panel 260 x 160 1981
ESP020016000 ESP System Panel with 16A Multi Control 260 x 160 1981
ESP020030000 ESP System Panel with 30A Multi Control 260 x 160 1981
ESP160100000 ESP AC-Sensor Box 404
ESP040040000 ESP AC Distribution Panel (1 x 20A, 1 x 16A, 1 x 10A, 1 x 5A) 130 x 160 565
ESP040110000 ESP AC Distribution Panel (1 x 20A, 2 x 16A, 5 x 10A, 3 x 5A) 260 x 160 750ESP040110000 ESP AC Distribution Panel (1 x 20A, 2 x 16A, 5 x 10A, 3 x 5A) 260 x 160 750
ESP060040000 ESP DC Distribution Panel (1 x 20A, 1 x 16A, 1 x 10A, 1 x 5A) 130 x 160 565
ESP060110000 ESP DC Distribution Panel (1 x 20A, 2 x 16A, 5 x 10A, 3 x 5A) 260 x 160 750
ESP013050000 ESP Blue Power Panel 130 x 160 850
ESP-OEM-CONTROL ESP VE.Net display with 11 way dc breaker panel 921
ESP012050000 ESP generic control panel 130 x 160 662
ESP080050000 ESP Blank panel  130 x 160 219
ESP080100000 ESP 52 mm gauge panel 130 x 160 220
ESP200005000 Breaker 5A AC/DC 30
ESP200008000 Breaker 8A AC/DC 30
ESP200010000 Breaker 10A AC/DC 30
ESP200015000 Breaker 15A AC/DC 30
ESP200020000 Breaker 20A AC/DC 30
ESP-SHUNT ESP Shunt for use with system panel 300
AL-M-080-60-24V Mag Latch 24V 60
AL-M-100-80-12V Mag Latch 12V 93

DCL0001000100 DC Link Box: Shunt / Volt sense / 4 Mega 130 x 395 x 315 3.1 525

Data Cables and Interfacing
Remote panel connect cables, parallel connect cables, Programming Interfaces

Item Code NZD
Cables for ESP panels and BMV600
ASS030066050 RJ12 UTP Patch lead 5 m 17
ASS030066050 RJ12 UTP Patch lead 10 m 22
ASS030066050 RJ12 UTP Patch lead 15 m 25
ASS030066050 RJ12 UTP Patch lead 20 m 28
ASS030066050 RJ12 UTP Patch lead 25 m 32
ASS030066050 RJ12 UTP Patch lead 30 m 36

Cables for VE.Net and VE.Bus
ASS030064910 RJ45 UTP Patch lead 1 m 20
ASS030065000 RJ45 UTP Patch lead 5 m 22
ASS030065010 RJ45 UTP Patch lead 10 m 28
ASS030065020 RJ45 UTP Patch lead 15 m 34
ASS030065050 RJ45 UTP Patch lead 30 m 42

ASS030063000 Flatcable for parallel connect 78
ASS030120200 Victron Interface MK.2b 135
ASS030130000 Victron Interface MK.2b-USB 135
ASS030200000 RS232 to USB converter 51
ASS030400000 VE.Bus to E-Plex converter 678
ASS030402000 BMV60xS to E-plex interface 678

VE Configure software Free Download http://www.alphatrononline.com/Download.cfmVE Configure software Free Download http://www.alphatrononline.com/Download.cfm
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Automatic AC-Transfer Switches

hxwxd [mm] Weight [kg] NZD
SDFI0000000 Filax fast ac-transfer           230V/3,5kW 200x120x75 0,8 864
ESP140020000 ESP PowerMan 230/20-0 1 MultiPlus 230V/20A 250 x 200 x 95 1.5 1005
ESP140032000 ESP PowerMan 230/32-0 2 MultiPlus 230V/32A 380 x 300 x 120 3 2327
ESP140064000 ESP PowerMan 230/64-0 4 MultiPlus 230V/64A 460 x 380 x 180 4 3067
COS230502100 Transfer Switch 5kVA - consider Quattro instead 175 x 215 x 120 1.4 678
COS230103100 Transfer Switch 10kVA - consider Quattro instead 175 x 215 x 120 1.5 846

Galvanic Isolation

Diode Isolator for GRP and wooden boats

hxwxd [mm] Weight [kg] NZD
ITR040202040 Isolation Transformer 2000W 115/230V  16/8A 375x214x110 10 1163
ITR040362040 Isolation Transformer 3600W 115/230V 16A 362x258x218 23 1856
ITR000702040 Isolation Transformer 7000W 115/230V 32A 362x258x218 26 2449
ITR000100000 Autotransformer for split phase 120/240V 32A 375 x 214 x 110 10 1163

GDI000016000 Galvanic Diode Isolator 230V/16A 60 x 120 x 200 1 292

Shore Power Connection
CE Compliant Shore power cables
Stainless steel shore power inlet
Various adaptors

Power management and control

Pre-wired: speed up installation and tidy 
up cabling

Essential for protection against galvanic corrosion

Soft start and input over current protection on all transformers

Torroidal transformers for low weight and high efficiency

RS-485 port for remote control 

Automatic transfer of ac between 
sources

Aluminium corrosion resistant enclosure

Over current protechtion and RCD

NZD
SHP302501500 Shore Power Cable 15m 16A (3 x 2.5mm2) 306
SHP302502500 Shore Power Cable 25m 16A (3 x 2.5mm2) 438
SHP304001500 Shore Power Cable 15m 32A (3 x 4mm2) 414
SHP304002500 Shore Power Cable 25m 32A (3 x 4mm2) 589
SHP301602000 Power Inlet Stainless Steel with cover 16A 190
SHP303202000 Power Inlet Stainless Steel with cover 32A 253
SHP301604000 Plug 16A/250Vac (2p/3w) 152
SHP303204000 Plug 32A/250Vac (2p/3w) 206
SHP307700220 Adaptor Cord 16A/250Vac Schuko/CEE Adaptor cord for european style outlet 41
SHP307700260 Adaptor Cord 16A/250Vac CEE/Schuko Adaptor cord for european style outlet 41
SHP307700280 Adaptor Cord 16A to 32A/250Vac CEE/CEE Adaptor cord for 16A to 32A style outlet 64
SHP307700300 Adaptor Cord 32A 3-phase to 1-phase 88
SHP307700240 Splitter Cord 16A/250Vac CEE/2xCEE 142
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DC-Distribution Boxes

Pre-wired DC distribution and fuse boxes

Battery monitor current shunt, voltage sense (selected models)

hxwxl [mm] Weight [kg] NZD
DMA050400000 5 x ATO and 5 x Mega Fuse with steel enclosure 210 x 300 x 380 5 1516
DCL0001000100 DC Link Box: Shunt / Volt sense / 4 Mega 130 x 395 x 315 3.1 525

Schottky Diodes, FET Isolators and VSRs
FET Battery Isolators with near zero voltage drop
Microprocessor controlled voltage sensitive relays with bi-directional voltage sensing http://www.alphatrononline.com/Battery_Isolators.cfm

Item Code hxwxl [mm] NZD

Schottky Diodes Low Voltage Drop
ARG080202000 Argo 802AC 2 batteries 80A 60x120x80 122
ARG100301000 Argo 1003AC 3 batteries 100A 60x120x150 162
ARG120201000 Argo 1202AC 2 batteries 120A 60x120x100 178
ARG140301020 Argo 1403AC 3 batteries 140A 60x120x150 226
ARG160201000 Argo 1602SC 2 batteries 160A 60x120x150 212
ARG160301000 Argo 1603SC 3 batteries 160A 60x120x200 226

FET Isolators Near Zero Voltage Drop
ARG100201010 Argo 1002-FET 2 batteries 100A 60x120x150 184
ARG100301010 Argo 1003-FET 3 batteries 100A 60x120x150 216
ARG200201010 Argo 2002-FET 2 batteries 200A 60x120x150 224

FET Isolators with Alternator Energiser terminal
ARG100201020 Argo 1002-FET 2 batteries 100A 65x120x200 239
ARG100301020 Argo 1003-FET 3 batteries 100A 65x120x200 275
ARG200201020 Argo 2002-FET 2 batteries 200A 65x120x200 284
ARG200301020 Argo 2003-FET 3 batteries 200A 65x120x200 334

Microprocessor Controlled Contactors
CYR010100000 Cyrix-i 12/24-100A 12/24V 100A 46 x 46 x 80 95
CYR010225000 Cyrix-i 12/24-225A 12/24V 225A 100 x 90 x 100 239
CYR010400000 Cyrix-i 12/24-400A 12/24V 400A 78 x 102 x 110 554
CYR020400000 Cyrix-i 24/48V-400A 12/24V 400A 78 x 102 x 110 554

Battery Combining Diodes

Schottky Diode Battery Isolators with low voltage drop and compensation diode

Battery Combining Diodes
Applications:

Item Code hxwxl [mm] NZD
BCD000302000 BCD 302 2 sources 30A 60x120x80 126
BCD000702000 BCD 702 2 sources 70A 60x120x80 173
BCD000703000 BCD 703 3 sources 70A 60x120x100 273

Battery Protection Load Disconnect Switches
Delayed alarm output (not sensitive to voltage drops due to engine cranking)
Delayed disconnect activation (1min after alram activation)

Over voltage disconnect Ignition proof switching (no relays)

Item Code hxwxl [mm] NZD
BPR0010040100 Battery Protect BP-40i 40A 80 x 60 x 40 178
BPR000060000 BatteryProtect BP-60i 60A 80 x 60 x 40 268
BPR000200100 BatteryProtect BP-200i 200A 60 x 120 x 110 339

Battery Isolator Switches

hxwxd [mm] Weight [kg] NZD

BATFUSE-B.010 NH0 Fuse Switch 2 x 125A with 8A HRC AUX incl. 2 x 125A fuse link 532
BATFUSE-B.012 NH1 Fuse Switch 2 x 250A with 8A HRC AUX incl. 2 x 250A fuse link 1197
BATFUSE-B.031 NH0 Fuse Switch 6 x 125A with 8A HRC AUX incl. 6 x 125A fuse link 810
BATFUSE-B.032 NH1 Fuse Switch 6 x 250A with 8A HRC AUX incl. 6 x 250A fuse link 2615
969072 Fuse Switch 3 x NH00 160A max 263
969084 Fuse Switch 3 x NH01 250A max 724
421738 125A fuse link size NH00 125A / 120kA 25
5439920 250A fuse link size NH01  250A  / 120kA 50

701 Battery Switch 275A 47
720 Battery Switch 600A 135
720-DP Battery Switch 400A Dual Pole 193
720-MD Battery Switch 500A, Motor Driven 222

Battery combining diodes combine two inputs into one output. Two charge sources into one battery bank

Industrial Battery Disconnect Switches

Combine several DC power sources into a single no-
break redundant DC power supply

Schottky diodes provide low voltage loss

High Interrupt Capability

With or without over current protection

Low voltage disconnect before battery goes flat
Programmable with jumpers
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DC Fuses Item Code NZD
MEGA-FH MEGA Fuse Holder 61
MEGA-100 100A MEGA Fuse 2000A / 32Vdc 26
MEGA-125 125A MEGA Fuse 2000A / 32Vdc 26
MEGA-150 150A MEGA Fuse 2000A / 32Vdc 26
MEGA-200 200A MEGA Fuse 2000A / 32Vdc 26
MEGA-250 250A MEGA Fuse 2000A / 32Vdc 26
MEGA-300 300A MEGA Fuse 2000A / 32Vdc 26
MEGA-400 400A MEGA Fuse 2000A / 32Vdc 26
MEGA-500 500A MEGA Fuse 2000A / 32Vdc 26
TPL-125 125A Telecom Fuse 100kA / 170Vdc 137
TPL-200 200A Telecom Fuse 100kA / 170Vdc 198
ANL-FH ANL Fuse Holder 10mm studs 70
ANL-080 80A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ANL-100 100A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ANL-150 150A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ANL-200 200A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ANL-300 300A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ANL-500 500A ANL Fuse - Ignition Protected 6000A / 32Vdc 29
ATC-FH ATC fuse holder (6) with cover 37
ATC-BB ATC bus bar with cover - links to ATC-FH 19
ATC-03 3A ATC blade fuse 1000A / 32Vdc 3.67
ATC-05 5A ATC blade fuse 1000A / 32Vdc 3.67
ATC-07 7A ATC blade fuse 1000A / 32Vdc 3.67
ATC-10 10A ATC blade fuse 1000A / 32Vdc 3.67
ATC-15 15A ATC blade fuse 1000A / 32Vdc 3.67
ATC-20 20A ATC blade fuse 1000A / 32Vdc 3.67
ATC-25 25A ATC blade fuse 1000A / 32Vdc 3.67
ATC-30 30A ATC blade fuse 1000A / 32Vdc 3.67

DIN rail HRC
248757 10x38mm Fuse Holder for DIN rail mount 32A max 34
HRC103810 HRC 10x38 gG/gL 10A 8
HRC103825 HRC 10x38 gG/gL 25A 8
HRC103832 HRC 10x38 gG/gL 32A 8
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Alternators and Alternator Accessories

Small Frame Alternators

For data sheets and more info see: http://www.alphatrononline.com/Small_Case_Alternators.cfm

Item Code Mount std. Pulley Weight NZD

6-Series, with take-home regulator
60-70-SR-IG Dual foot 3.15"ID 2.5" Sgl Vee 6 775
60-100-SR-IG Dual foot 3.15"ID 2.5" Sgl Vee 6 872
60-120-SR-IG Dual foot 3.15"ID 2.7" Dual Vee 6 969
60-150-SR-IG Dual foot 3.15"ID 2.7" Dual Vee 6 1139
60-24-70-SR-IG Dual foot 3.15"ID 2.7" Dual Vee 6 1139

621-70-SR-IG Single foot (1" and 2") 2.5" Sgl Vee 6 710
621-100-SR-IG Single foot (1" and 2") 2.5" Sgl Vee 6 799
621-120-SR-IG Single foot (1" and 2") 2.7" Dual Vee 6 867
621-150-SR-IG Single foot (1" and 2") 2.7" Dual Vee 6 1044
621-24-70-SR-IG Single foot (1" and 2") 2.7" Dual Vee 6 1044

604-120-SR-IG Dual foot 4"ID 2.7" Dual Vee 6 989
604-150-SR-IG Dual foot 4"ID 2.7" Dual Vee 6 1160
604-24-70-SR-IG Dual foot 4"ID 2.7" Dual Vee 6 1160

7-Series, sealed brushes and high revving, case gro und
70-80 Dual foot 3.15"ID 2.5" Sgl Vee 6 806
70-110 Dual foot 3.15"ID 2.5" Sgl Vee 6 917
71-80 Single foot 1" 2.5" Sgl Vee 6 806
71-110 Single foot 1" 2.5" Sgl Vee 6 917
712-80 Single foot 2" 2.5" Sgl Vee 6 806
712-110 Single foot 2" 2.5" Sgl Vee 6 917

Yanmar Mounting Hardware Kits (incl. pulley) engine

Balmar Alternators and Alternator accessories are recognised world 
wide as a quality solution for high output charging of deep cycle 
batteries. Multi stage regulation and isolated ground are some 
typical Balmar features that are absolutely essential for marine 
applications

Dual internal fans for maximum air flow

6-series small case alternators are heavy duty alternators for charging deep cycle batteries. They are designed to be used with an external multi stage 
regulator such as the Balmar ARS-4 or MC-612. 

7-Series with sealed Brushes and maximum 12,000 rpm

Multiple standard mounting styles provide for easy drop-in replacement of the factory engine alternator
Isolated ground (IG) to prevent corrosion is standard on most models

The 6-series feature an internal "take-home" regulator for ultimate safety in Blue Water boating applications.

Yanmar Mounting Hardware Kits (incl. pulley) engine
6-0020 GM, JH, other 37
6-0030 6CX 173
6-0040 6LP 173

Small Frame DC Charging Kits

Output Mount Engine Pulley NZD

Kits with ARS-5-H regulators
60-YP-70-SR-KIT 12V / 70A, ARS5, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1221
60-YP-100-SR-KIT 12V / 100A, ARS5, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1365
60-YP-120-SR-KIT 12V / 120A, ARS5, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Dual Vee 1454
621-VUP-70-SR-KIT 12V / 70A, ARS5, TS-B, TS-A Single foot 1" and 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1199
621-VUP-100-SR-KIT 12V / 100A, ARS5, TS-B, TS-A Single foot 1" and 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1332
621-VUP-120-SR-KIT 12V / 120A, ARS5, TS-B, TS-A Single foot 1" and 2" Volvo, Universal, Nanni, Atomic 2.5" Dual Vee 1443

70-YP-80 KIT 12V / 80A, ARS5, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1194
70-YP-110 KIT 12V / 110A, ARS5, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1305
712-VUP-80 KIT 12V / 80A, ARS5, TS-B, TS-A Single foot 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1250
712-VUP-110 KIT 12V / 110A, ARS5, TS-B, TS-A Single foot 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1361

Kits with MC-612-H regulators
60-YP-MC-70-SR-KIT 12V / 70A, MC612, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1254
60-YP-MC-100-SR-KIT 12V / 100A, MC612, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1399
60-YP-MC-120-SR-KIT 12V / 120A, MC612, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Dual Vee 1487
621-VUP-MC-100-SR-KIT 12V / 100A, MC612, TS-B, TS-A Single foot 1" and 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1332
621-VUP-MC-120-SR-KIT 12V / 120A, MC612, TS-B, TS-A Single foot 1" and 2" Volvo, Universal, Nanni, Atomic 2.5" Dual Vee 1443

70-YP-MC-80 KIT 12V / 80A, MC612, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1250
70-YP-MC-110 KIT 12V / 110A, MC612, TS-B, TS-A Dual foot 3.15"ID Yanmar, Westerbeke, Mercruiser 2.5" Sgl Vee 1361
712-VUP-MC-80 KIT 12V / 80A, MC612, TS-B, TS-A Single foot 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1132
712-VUP-MC-110 KIT 12V / 110A, MC612, TS-B, TS-A Single foot 2" Volvo, Universal, Nanni, Atomic 2.5" Sgl Vee 1254

VUP packages are used on Volvo, Nanni, Westerbeke and other 
engines using 1" and 2" 

6- or 7-series high output alternator, smart regulator and 
temperature sensors kit

60-YP packages include Yanmar installation hardware kit

YP packages are compatible with most Yanmar, Mercruiser, 
Mitsubishi applications as well as other engines using 3.15" saddle 
mount
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Large Frame Alternators

Output Mount std. Pulley Weight NZD
94-165-12-IG 12V / 165A Single foot 2" 2.7" Dual Vee 8 1812
94-210-12-IG 12V / 210A Single foot 2" 2.7" Dual Vee 8 1925
94-140-24-IG 24V / 140A Single foot 2" 2.7" Dual Vee 8 1925

9504-165-12-IG 12V / 165A Dual foot 4"ID 2.7" Dual Vee 8 1812
9504-210-12-IG 12V / 210A Dual foot 4"ID 2.7" Dual Vee 8 1925
9504-140-24-IG 24V / 140A Dual foot 4"ID 2.7" Dual Vee 8 1925

Extra Large Frame Alternators

http://www.alphatrononline.com/Extra_Large_Case_Alternators.cfm

Output Mount std. Pulley Weight NZD
97-140-IG-BL 12V / 140A Dual foot 4"ID 2.7" Dual Vee 14 1846
97-160-IG-BL 12V / 160A Dual foot 4"ID 2.7" Dual Vee 14 1925
97-140-24-IG-BL 24V / 140A Dual foot 4"ID 2.7" Dual Vee 14 1925

97-EHD-185-12-IG 12V / 185A Dual foot 4"ID 2.7" Dual Vee 14 2761
97-EHD-265-12-IG 12V / 265A Dual foot 4"ID 2.7" Dual Vee 14 3539
97-EHD-190-24-IG 24V / 190A Dual foot 4"ID 2.7" Dual Vee 14 3539

98-12-310-IG-BL 12V / 310A Dual foot 4"ID 2.7" Dual Vee 18 4955
98-24-220-IG-BL 24V / 220A Dual foot 4"ID 2.7" Dual Vee 18 4955

The large case design, oversized bearings and diodes makes for a 
rugged alternator suitable for extended charge periods as 
experienced with large deep cycle batteries.

Originally designed for punishing military applications, Balmar 95-
series large case alternators provide the extra charging required for 
modern boating with heavy loads such as inverters.

Isolated Ground (IG) is standard to avoid corrosion in a marine 
environment http://www.alphatrononline.com/Large_Case_Alternators.cfm

The extra large frame alternators should be used for the most 
punishing applications: extended periods of high output charging at 
low rpm

97- and 98-series alternators feature an extra large frame. They use 
an extra thick shaft, oversized bearings and ovesized diodes.

The 5- to 6kW output of the 98-series alternators is in leage with 
that of a small generator.  

Isolated Ground (IG) is standard on all models, BL for brushless

Multi Stage Regulators and Electronic Charge Contro l

http://www.alphatrononline.com/Alternator_Regulators.cfm

NZD
MC-624-H  24V Multi stage regulator with harness 691
MC-624 24V Multi stage regulator 663
MC-614-H 12V Multi stage regulator with harness 594
MC-614 12V Multi stage regulator 566
MC-612-DUAL-H 12V Multi stage regulator with harness 691
MC-6142-DUAL 12V Multi stage regulator 663
ARS5-H 12V Multi stage regulator with harness 539
ARS5 12V Multi stage regulator 511
CF-12-24 Centerfielder 401
DDC-12/24 Digital Duo Charge 414
MC-TS-A Alternator temp sensor 69
MC-TS-B Battery temp sensor 86
TSP-12 Transient Spike Protector 12V 40
TSP-24 Transient Spike Protector 24V 54

Alternator Accessories NZD
UAA Universal adjustment arm 70
5276 Off-engine mounting bracket 637
7060 7060 Offshore Kit (6-Series); bearings, brushes, regulator/rectifier assy 373
7060-24 7060 Offshore Kit (6-Series 24V); bearings, brushes, regulator/rectifier assy 373
7070-80 7070-80 Offshore Kit (7-Series); bearings, brushes, rectifier assy 373
7070 -110 7070 -110 Offshore Kit (7-Series); rectifier, brushes, rectifier assy 373
7094 7094 Offshore Kit (94-Series) 373
7095 7095 Offshore Kit (95-Series) 373
7097 7097 Offshore Kit (97-Series) 715
7098 7098 Offshore Kit (98-Series) 715
1010 1010 Wiring Harness - 6, 9-Series 12V 96
1011 1011 Wiring Harness - 94-Series 12V 96
1012 1012 Wiring Harness - 6, 9-Series (24v) 96
1013 1013 Wiring Harness - 94-Series (24v) 96
1014 1014 Wiring Harness - 7, 97, 98-Series 12V 96

The Centerfielder controls charging in twin engine application

Balmar Multi-stage regulators control the output of the alternator so it is suitable 
to charge deep cycle batteries fast and safely. Control is digital: no drift of 
settings due to corrosion of trim pots.

The Digital Duo Charge enables charging of two battery banks from a single 
alternator.

All electronics are encapsulated to protect from the marine environment.

1014 1014 Wiring Harness - 7, 97, 98-Series 12V 96
1016 1016 Wiring Harness - 96, 97, 98 Series (24v) 96
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Renewable Energy and Remote Power

PV Solar Controller - SunGuard and SunKeeper
Ideal for single panel systems Potted (sealed) electronics
PWM voltage regulation 5 year warranty
Sunkeeper screws directly onto panel junction box

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD
SG-4 PV Solar Controller 12V / 4.5A (5.5A) 38 x 51 x 64 53
SK-6 12V / 6A 102
SK-12 12V / 12A 144

PV Solar Controller - SunSaver
The worlds most popular controller for small PV systems Pre-set battery charge characteristic (sealed/flooded)
Sturdy and corrosion resistant aluminium construction with marine rated terminals Rated for 25% overload (no de-rating required)
Fully encapsulated potted electronics LED charge indicators
Ignition proof, certified for use in hazardous locations such as oil and gas rigs Models with LVD
PWM battery charging with temperature compensation 5 year warranty

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD
SS-6-12V 12V / 6A  (7.5A) PV Solar Controller 34 x 55 x 154 79
SS-6L-12V 12V / 6A  (7.5A) PV Solar Controller with LVD 34 x 55 x 154 99
SS-10-12V 12V / 10A (12.5A) PV Solar Controller 34 x 55 x 154 93
SS-10L-12V 12V / 10A (12.5A) PV Solar Controller with LVD 34 x 55 x 154 122
SS-10L-24V 24V / 10A (12.5A) PV Solar Controller with LVD 34 x 55 x 154 130
SS-20L-12V 12V / 20A (25A) PV Solar Controller with LVD 34 x 55 x 154 161
SS-20L-24V 24V / 20A (25A) PV Solar Controller with LVD 34 x 55 x 154 170

PV Solar Controller - SunLight

SMA from Germany are the worlds largest manufacturer of inverters 
for grid-tie applications and ac-coupled Island Grid systems.

Morningstar from the US are the worlds leading PV controllers for 
small to medium sized stand-alone systems

In addition to Alphatron manufatured products, Alphatron market 
some well known and established products for renewable energy 
and remote power applications

PV Solar Controller - SunLight
PV solar controller for solar lighting applications Sunrise and sunset detection through PV array
Same proven controller design as the SunSaver series Rotary dail to select lighting on/of sequences
Added microprcessor to control light on/off 5 year warranty

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD
SL-10L-12V 12V / 10A (12.5A) Solar Lighting Controller 34 x 55 x 168 181
SL-10L-24V 24V / 10A (12.5A) Solar Lighting Controller 34 x 55 x 168 193
SL-20L-12V 12V / 20A (25A) Solar Lighting Controller 34 x 55 x 168 235

PV Solar Controller - SunSaver MPPT
PV Controller with Maximum Power Point Tracking (MPPT) 97.5% peak efficiency, 15A rated
Optimise yield from PV Includes load disconnect
Use high voltage PV arrays on 12V and 24V battery systems, 75V max Voc Epoxy encapsulated and marinised terminals

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD

SS-MPPT-15L MPPT controller w. LVD 12V/24V Batt., 15A, max 75Voc 73 x 64 x 168 464

PV Solar Controller - SunSaver DUO
Charge two battery banks from one controller, e.g. House and start bank 25A rated, 5 year warranty
Ideal for motorhome and boating applications RM version with remote meter

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD

SSD-25 Duo controller, 12V 25A 41 x 56 x 170 178
SSD-25RM Duo controller, 12V 25A, with remote meter 41 x 56 x 170 306
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PV Solar Controller - ProStar
The worlds leading PV controller for mid-sized PV systems Pre-set battery charge characteristics (gel/sealed/flooded)
Multi stage PWM battery charging w. temp. compensation Auto system voltage selection (12V/24V)
Parallelable to 300A Rated for 25% overload (no de-rating required)
Meter options and positive ground options available Tropicalised conformally coated and stainless steel fasteners
Telecom low noise setting 5 year warranty

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxl [mm] NZD
PS-15 12V/24V - 15A LVD 55 x 105 x 153 187
PS-15M 12V/24V - 15A LVD and Meter 55 x 105 x 153 300
PS-15M-48V 48V - 15A LVD and Meter 55 x 105 x 153 374
PS-15M-48V-PG 48V - 15A LVD, Meter and pos GND 55 x 105 x 153 399
PS-30 12V/24V - 30A LVD 55 x 105 x 153 258
PS-30M 12V/24V - 30A LVD and Meter 55 x 105 x 153 371
PS-30M-PG 12V/24V - 30A LVD, Meter and pos GND 55 x 105 x 153 394

PV Solar / Wind / Load Controller - TriStar
PV Controller for arrays up to 4kWp (Remote) Meter options
Multi stage PWM battery charging with temperature compensation Telecom low noise setting
Standard communication port for monitoring, data logging and programming External battery temperature and voltage sensing
Fully programmable charge characteristic Auto system voltage selection (12V/24V/48V)
Three function: PV control, load control and diversion control (Wind/Hydro) Rated for 25% overload (no de-rating required)

Tropicalised conformally coated 5 year warranty
http://www.alphatrononline.com/PV_Solar_Regulators.cfm

Item Code hxwxd [mm] NZD
TS-45 12-48V / 45A PV / Wind / Load Controller 260 x 127 x 71 314
TS-60 12-48V / 60A PV / Wind / Load Controller 260 x 127 x 71 413
TS-M TriStar Meter 116 x 116 181
TS-RM Tristar Remote Meter 116 x 116 244
RTS Tristar Temperature Sensor 57

PV Solar / Wind / Load Controller - TriStar - MPPT
PV Controller for arrays up to 3200Wp (Remote) Meter options
MPPT control for maximum yield Voc max 150V
Standard communication port for monitoring, data logging and programming External battery temperature and voltage sensing
Fully programmable charge characteristic Auto system voltage selection (12V/24V/36V/48V)

Tropicalised conformally coated Rated for 25% overload (no de-rating required)
5 year warranty

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxd [mm] NZDItem Code hxwxd [mm] NZD
TS-MPPT-45 12,24,36,48 V PV controller, with RTS 291 x 130 x 142 889
TS-MPPT-60 12,24,36,48 V PV controller, with RTS 291 x 130 x 142 1121
TS-M-2 TriStar MPPT Meter 116 x 116 184
TS-RM-2 TriStar MPPT Remote Meter 116 x 116 246

RelayDriver, Remote Meter and Accessories
Logic Module Accessory for PV controllers - Advanced Generator Control
Fully programmable  - Load Control, including pumps and electric motors
Industrial standard MODBUS comminication - comminicates directly with TriStar - Temperature controlled settings for Battery fans

- Auxiliary backup charge control

http://www.alphatrononline.com/PV_Solar_Regulators.cfm
Item Code hxwxd [mm] NZD
RD-1 Relay Driver Logic Module for PV controllers 163 x 81 x 33 275
RM-1 Remote meter (Use with SS-DUO, SS MPPT and SureSine) 156
HUB-1 MeterHub ( use with SS-MPPT, TS, TS-MPPT, TS-M-2, TS-RM-2, RD-1) 187
RTS Remote Temperature Sensor (Use with PS, TS,SS-DUO, SS-MPPT, TS-MPPT) 57
MSC PC Meterbus adapter (SS-DUO, SS-MPPT, TS-MPPT) 65
RSC-1 EIA-485/RS232 Comms adapter (RS232 to EIA-485 serial) 113
DIN-1 DIN rail mounting clips (SL, SS, SS-DUO, SS-MPPT) require 2 per controller 2

Pure Sine Wave Inverter - Fanless
High quality pure sine wave inverter - sealed without fan Very low self consumption
300W continuous, 600W for 10 minutes Remote control
Conformal coating and epoxy encapsulation The best choice for small PV systems
Die-cast aluminium enclosure and stainless steel hardware 2 year warranty

hxwxd [mm] Weight [kg] NZD
SI-300-115 SureSine 300 12Vdc to 115Vac inverter 12Vdc - 115Vac 60Hz 213 x 152 x 105 4.5 515
SI-300-220 SureSine 300 12Vdc to 220Vac inverter 12Vdc - 220Vac 50Hz 213 x 152 x 105 4.5 433

Battery Protection Load Disconnect Switches
Delayed alarm output (not sensitive to voltage drops due to engine cranking)
Delayed disconnect activation (1min after alram activation)

Over voltage disconnect Ignition proof switching (no relays)

Item Code hxwxl [mm] NZD
BPR0010040100 Battery Protect BP-40i 40A 80 x 60 x 40 178
BPR000060000 BatteryProtect BP-60i 60A 80 x 60 x 40 268
BPR000200100 BatteryProtect BP-200i 200A 60 x 120 x 110 339

Low voltage disconnect before battery goes flat
Programmable with jumpers
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AC-Coupled Grid Feed and Off Grid Systems

SunnyBoy Grid Tie Inverters for PV Plants
The world's leading grid tie string inverters
Simplified and low cost system design: no DC distribution necessary
Integrated PV Array disconnect switch
MPPT control of PV array
High system efficiency, minimal dc losses due to LV string configuration 
Extensive data communication and monitoring options
IP65 aluminium enclosures for outdoor installation
Fast installation using Multi-Contact solar connections
AS 4777 certified
Data sheets: http://www.alphatrononline.com/SunnyBoy_PV_String_Inverters.cfm

DC input hxwxd [mm] Weight [kg] NZD
SB1200 AC-Power 1200Wnom/  1200Wmax 100 - 400Vdc 320 x 322 x 180 21 2829
SB1700 AC-Power 1500Wnom/  1700Wmax 139 - 400Vdc 295 x 434 x 214 25 3356
SB2000HF AC-Power 3000W 175 - 700Vdc 348 x 580 x 145 18 4400
SB2500 AC-Power 2200Wnom/  2500Wmax 224 - 600Vdc 295 x 434 x 214 30 4428
SB2500HF AC-Power 3000W 175 - 700Vdc 348 x 580 x 145 18 4714
SB3000HF AC-Power 3000W 175 - 700Vdc 348 x 580 x 145 18 5029
SB3300 AC-Power 3000Wnom/  3300Wmax 125 - 750Vdc 490 x 470 x 225 41 5226
SB3800 AC-Power 3800Wnom/  3800Wmax 125 - 750Vdc 490 x 470 x 225 41 5379
SMC5000A AC-Power 5000Wnom/  5500Wmax 125 - 750Vdc 490 x 470 x 225 43 7676
SMC6000A AC-Power 5500Wnom/ 6000Wmax 125 - 750Vdc 490 x 470 x 225 43 7821
SMC7000HV AC-Power 6650Wnom/ 7000Wmax 125 - 750Vdc 490 x 470 x 225 43 8530

SunnyBoy Grid Tie Inverters for PV Plants - Transfo rmerless
Transformerless string inverters, best efficiency yet
Simplified and low cost system design: no DC distribution necessary
Integrated PV Array disconnect switch
MPPT control of PV array
Graphic display (SB models) and bluetooth comms
Load Balancing for 3-phase networks (SMC models)
Extensive data communication and monitoring options
IP65 aluminium enclosures for outdoor installation
AS 4777 certified
Data sheets: http://www.alphatrononline.com/SunnyBoy_PV_String_Inverters.cfm

DC input hxwxd [mm] Weight [kg] NZD
SB3000TL-20 3000W 125 - 440Vdc 470 x 445 x 180 22 5286
SB4000TL-20 4000W - 2 MPPT trackers 125 - 440Vdc 470 x 445 x 180 25 6495
SB5000TL-20 5000W - 2 MPPT trackers 125 - 440Vdc 470 x 445 x 180 25 7402
SMC6000TL 6000W 333 - 500Vdc 468 x 613 x 242 31 7942
SMC7000TL 7000W 333 - 500Vdc 468 x 613 x 242 32 8236
SMC8000TL 8000W 333 - 500Vdc 468 x 613 x 242 33 8530
SMC9000TL-10 9000W 333 - 500Vdc 468 x 613 x 242 35 9412
SMC10000TL-10 10000W 333 - 500Vdc 468 x 613 x 242 35 10001
SMC11000TL-10 11000W 333 - 500Vdc 468 x 613 x 242 35 10589
STP10000TL 10000W - 3-phase - 2 MPPT Trackers 150 - 1000Vdc 665 x 690 x 265 65 11766
STP12000TL 12000W - 3-phase - 2 MPPT Trackers 150 - 1000Vdc 665 x 690 x 265 65 poa
STP15000TL 15000W - 3-phase - 2 MPPT Trackers 150 - 1000Vdc 665 x 690 x 265 65 poa
STP17000TL 17000W - 3-phase - 2 MPPT Trackers 150 - 1000Vdc 665 x 690 x 265 65 poa

WindyBoy Grid Tie Inverters for Wind and Hydro Turb ines
Inverters for grid tie applications of wind turbines
Suitable for utility feeding as well as island grids
Programmable U/I input characteristic
Compatible with extensive data communication and monitoring options
Outstanding efficiency over the entire power range
IP65 aluminium enclosures for outdoor installation 1
AS 4777 certified

hxwxd [mm] Weight [kg] NZD
WB1100 AC-Power 1000Wnom / 1100Wmax 320 x 322 x 180 21 2502
WB1700 AC-Power 1550Wnom / 1700Wmax 295 x 434 x 214 25 2970
WB2500 AC-Power 2200Wnom/ 2500Wmax 295 x 434 x 214 30 3916
WB3300 AC-Power 3300Wnom / 3600Wmax 352 x 450 x 236 41 4807
WB3800 AC-Power 3800Wnom/  3800Wmax 352 x 450 x 236 41 4948
WB5000A AC-Power 5000Wnom/  5500Wmax 490 x 470 x 225 43 7253
WB6000A AC-Power 5500Wnom/ 6000Wmax 490 x 470 x 225 43 7821

WindyBoy Protection Boxes NZD
WBP-400 Rectifier and over voltage protection 400Vdc, 3kW 1807
WBP-500 Rectifier and over voltage protection 500Vdc, 4.5kW 1809
WBP-600 Rectifier and over voltage protection 600Vdc, 6kW 1809
WBP-LR Load Resistor for WBP 1382
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Sunny Island - microGrid stand-alone systems
Bi-directional battery converters to create an independent microGrid

Easy system expansion: all interconnection is via ac-line
Easy integration of backup diesel generators, 56A transfer switch, autostart
Automatic battery management, includes battery Ah monitoring

Data Sheets: http://www.alphatrononline.com/Island_Grid_Inverters.cfm

Sunny Island  hxwxd [mm] Weight [kg] NZD
SI2012* 470 x 445 x 185 18 5558
SI2224* 470 x 445 x 185 18 5558
SI5048* 612 x 446 x 235 63 9728
* Can be connected in parallel for increased power or 3-phase systems

Generator control and communication
SRC-1 Sunny Remote Control SI2224 and SBU2200 843
SI-GENMAN-TFH-230 Generator management box 3-wire generator start 826
SI232 RS232 Interface for SI RS232  254
SI485 RS485 Interface for SI RS485  254
MC-PB MultiCluster Piggy-back, RS485 and CAN, 2 x 5m comms cable 455

Load Shedding
SI-LS25-24 25A Load Shedding Contactor 24 Vdc 101
SI-LS45-24 45A Load Shedding Contactor 24 Vdc 153
SI-LS45-48 45A Load Shedding Contactor 48 Vdc 153
SI-LS100-48 100A Load Shedding Contactor 48 Vdc 363

External Shunts (only required when DC-coupling of external sources)
SI-SHUNT200 Shunt resistor 200A / 60mV 197
SI-SHUNT400 Shunt resistor 400A / 60mV 254
SI-SHUNT600 Shunt resistor 600A / 60mV 306
SI-SHUNT800 Shunt resistor 800A / 60mV 363

PV and Wind- Hydro turbines can be added unlimited with 
SunnyBoys and WindyBoys

48Vdc / 5kW / 8.4kW 1min / 56A transfer / 120A charging

A microGrid makes full use of power and resource sharing between 
power consumers and power generation, generally smaller systems 
suffice as compared to stand alone designs

Ideal solution for medium to large remote power projects with 
multiple generation sources (PV, wind, hydro, diesel)

24Vdc / 2.2kW / 3.8kW 1min / 25A transfer / 90A charging
12Vdc / 2kW / 3.6kW 1min / 25A transfer / 180A charging

Systems grows with the application (e.g. when additional dwellings 
are added)

SI-SHUNT800 Shunt resistor 800A / 60mV 363

Battery connection Isolators and Cable
BATFUSE-B.010 NH0 Fuse Switch 2 x 125A with 8A HRC AUX incl. 2 x 125A fuse link 532
BATFUSE-B.012 NH1 Fuse Switch 2 x 250A with 8A HRC AUX incl. 2 x 250A fuse link 1197
BATFUSE-B.031 NH0 Fuse Switch 6 x 125A with 8A HRC AUX incl. 6 x 125A fuse link 810
BATFUSE-B.032 NH1 Fuse Switch 6 x 250A with 8A HRC AUX incl. 6 x 250A fuse link 2615

DC-CABLE.70-3 2 x 3m ready to use 70mm double insulated battery cable with cable shoes 391
DC-CABLE.70-6 2 x 6m ready to use 70mm double insulated battery cable with cable shoes 665

System MultiCluster connection boxes and auto trans fer
MC-BOX-6.3

7479
MC-BOX-6.3 1 2 clusters for above. 2 x Multicluster PB and 4 x 5m comms cable 915
MC-BOX-12.3

13039
MC-BOX-12.3 1 2 clusters for above. 2 x Multicluster PB and 4 x 5m comms cable 915
MC-BOX-12.3 2 3 clusters for above. 3 x Multicluster PB and 6 x 5m comms cable 1374
MC-BOX-12.3 2 4 clusters for above. 4 x Multicluster PB and 8 x 5m comms cable 1833

Sunny Island Charger

Communicates directly with Sunny Island, no external shunt required
48 V / 24 V / 12 V
40A at 48V, 50A at 12/24 V

hxwxd [mm] Weight [kg] NZD
SIC40-MPT 2748
SIC-PB 249
BAT-TEMP-SENSOR 113

3-ph MultiCluster box. 6 x SI, Generator 55kW, PV 55kW, Load 55kW, 
Load shedding contactor, sync cable 5m, 3 x 5m comms cable

SIC Piggy back for communication with SI
External battery temp sensor

3-ph MultiCluster box. 9 x SI, Generator 86kW, PV 55kW, Load 86kW, 
Load shedding contactor, sync cable 5m, 3 x 5m comms cable

40A MPPT controller, PV voltage 140V

MPPT PV controller, IP65 rated
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Sunny Backup - Backup for grid-feed applications

Additional backup such as a generating set can be controlled by the SBU

Fully compatible with SunnyIsland monitoring and accessories

Parallel connectable for increased power and 3-ph configuration

hxwxd [mm] Weight [kg] NZD
SBU2200 63 6645
SBU5000 612 x 446 x 235 63 9728

See SunnyIsland microGrid section for accessories a nd monitoring

Multi Cluster ac-transfer boxes Suffix (x0x)
AS-BOX-S 1-ph auto switch, consumer max 25A, PV max 20A, 1 SBU2200, 5m comms cable 1499
AS-BOX-M 1-ph auto switch, consumer max 35A, PV max 25A, 1 SBU, 5m sync cable, 5m comms cable x0x 4722

Generator connection 35A for above 10x 665
AS-BOX-L 3-ph auto switch, consumer 3x 63A, PV 3 x 44A, 3x SBU, 5m sync cable, 3x 5m comms cable x0x 6088

Generator connection 3 x 44A for above 10x 830
AS-BOX-XL 3-ph auto switch, consumer 3x 160A, PV 3 x 160A, 12x SBU, 5m sync cable, 3x 5m comms cable x0x 18043

Generator connection 3 x 160A for above 10x 2055
2 clusters incl. 2 multicluster piggy-back for SBU, 2 x 5m comms cable x00 915
3 clusters (3 multicluster piggy-back, 3 cables) x01 1374
4 clusters (4 multicluster piggy-back, 4 cables) x02 1833

Bottle fuses for Sunny Backup AS-BOX 
D0220 20A D02 gG 20A 5
D0225 25A D02 gG 25A 5
D0235 35A D02 gG 35A 5
D0250 50A D02 gG 50A 5

When the grid goes down, grid-tied PV and wind generators also 
shut down. This is a regulatory safety requirement for distributed 
generation systems.

24Vdc / 2.2kW
48Vdc / 5kW / 8.4kW 1min / 120A charging

What makes the SBU unique, is that in normal operation, when the 
mains grid is present, the grid-tie sources are feeding into the grid 
without additional conversion stages, thus providing the highest 
efficiency possible

The SBU is AS4777 certified

The SunnyBackup is an award winning inverter that takes over the 
grid-forming function of the mains grid in case of a power failure, 
ensuring continued operation of distributed power generation 
sources.

D0250 50A D02 gG 50A 5
D0263 63A D02 gG 63A 5

Smart Load 6000 for microGrids

Up to 6kW load control
1- or 3-phase configuration

hxwxd [mm] Weight [kg] NZD
SL-6000 590 x 390 x 245 39 5573
SL-BW6 6kW load for operation with SL-6000 1862
SL-RS485 RS485  communication for SL-6000 242

Intelligent load to control energy balance in microGrid Systems

The Smart load uses the same frequency control techniques as 
used to control power output from SunnyBoy and WindyBoy 
inverters, to control power stability in microGrids

6kW load control
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Data Communication, Monitoring and Control

Data Interfaces for SunnyBoy and WindyBoy Inverters NZD
SB232 RS232-interface SB and WB RS232 304
SB485 RS485-interface SB and WB RS485 304
BEAMPB-NR Radio interface for SB, WB or SMC Radio 360
ESHV-P-NR Positive Grounding Kit 248
ESHV-N-NR Negative Grounding Kit 248

Sunny WebBox Internet Monitoring and Control

Integrated web server and FTP server

Automatic battery management, includes battery Ah monitoring

hxwxd [mm] Weight [kg] NZD
SWB 130 x 225 x 57 0.75 1550
SWB485 245
SWB-SMB School Meter Box pulse to RS485 converter 451

Sunny SensorBox Irradiation and Weather Data 

Add weather data to your plant monitoring system

Optional wind and external temp sensors
With RS485 power injector

hxwxd [mm] Weight [kg] NZD
SSB Sunny SensorBox with RS485 power injector 90 x 120 x 50 0.5 1213
WIND-SENSOR 418
WIND-SENSOR-WB Wall mounting bracket for wind sensor 105
TS-AMB 165
TS-M PT100 Module temperature sensor 132

PT100 Ambient temperature sensor

SunnyWebBox central data unit with ethernet interface

Monitoring and control via Internet Protocol (IP)

Remote plant monitoring and full control, including automated 
alarms, performance analysis, operating parameter updates, 
firmware updates etc.

Integrated irradiation and module temp sensor

RS485 comms port

Memory expansion via removable SD card

Wind speed sensor incl mast clamp

Free internet portal for world wide access to your power plant

TS-M PT100 Module temperature sensor 132

SSB-MP 75
SSB-RB Roof Bracket for mounting SSB 129
SSB-WM Wall mounting bracket for SSB poa

SunnyBeam Wireless Communication
Flexible wireless plant monitoring for SunnyBoy and WindyBoy
Easy single button operation
Desktop device with wall mounting bracket
Power supply with PV cell allows installation in any location
USB interface for accessing PV-plant operating data with PC software
Range: 30m indoors, 300m outdoors

hxwxd [mm] Weight [kg] NZD
DSB Sunny Beam Display 590
DSB-PB wireless piggy back for inverter 341
SBEAM-AW15 External antenna kit 1.5m cable 155
SBEAM-AW100 External antenna kit 10m cable 190
SB-REP SunnyBeam Repeater 1083
DSB-BT Sunny Beam Display Blue Tooth 590
DSB-PB-BT wireless piggy back Blue Tooth for inverter 341

Sunny Software

Software solutions for PC
Monitoring and control via PC
Internet portal 
Online display
Recording of measurement data
Data visualisation and graphic analysis
Data export
E-mail and SMS alarm messages

NZD
Sunny Data Monitoring of inverters directly connected to the PC call for free copy
Sunny Data Control Management software for SunnyBeam and SunnyBoy Control call for free copy
Sunny Portal Internet Portal free
alphaView gridPak Software suit for public display LCD screen presentation of plant performance for grid connected systems poa
alphaView microGrid Software suit for monitoring of microGrid systems poa

Mounting Plate to mount SSB on module rail

alphaView microGrid Software suit for monitoring of microGrid systems poa
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Energy Storage
DIN standard industrial tubular plate 2V batteries 
Industrial 2V deep cycle batteries 18-20 years design life
Designed to DIN standard Aquagen recombination vent plugs to minimize water loss (flooded only)
Tubular plate gel (VRLA) and flooded (FLA) lead acid For professional backup and large renewable energy systems

Datasheets: http://www.alphatrononline.com/Deep_Cycle_Battery_Banks.cfm

Item Code C [Ah] l x w x h [mm] Weight [kg] NZD

FIAMM GEL C10 [Ah]
SMG/S600 600 145 x 206 x 698 43 683
SMG/S800 800 210 x 191 x 698 59 1108
SMG/S1000 1000 210 x 233 x 698 71 1332
SMG/S1200 1200 210 x 275 x 698 83 1417

Sonnenschein Solar OPzV Gel (VRLA) C100 [Ah]
5 OPzV 300 300 126 x 208 x 398 23.5 693
6 OPzV 500 500 147 x 208 x 513 983
7 OPzV 600 600 168 x 208 x 513 42 1028
6 OPzV 720 720 147 x 208 x 688 50 1135
10 OPzV 1200 1200 215 x 235 x 688 82 1817
24 OPzV 3500 3500 215 x 580 x 815 240 4448

Absolyte AGM (including rack) C100 [Ah] Bank 12 / 24 / 48 Bank 12 / 24 / 48
90A09 360 599 x 665 x 217/434/868 180 / 360 / 720 748
90A11 600 599 x 780 x 217/434/868 216 / 432 / 864 810
90A13 720 599 x 894 x 217/434/868 253 / 506 / 1012 877
100A13 790 670 x 506 x 436/872/1744 656 / 1312 / 2624 1058
100A25 1500 670 x 851 x 436/872/1744 1216 / 2432 / 4864 1610
100A33 2100 670 x 1080 x 436/872/1744 1590 / 3180 / 6360 2015

8V, 6V and 4V Energystore

Deep cycle for off grid power systems Large electrolyte tank
Non-conducting polyethelene outer tank Tubular plates
Datasheets: http://www.alphatrononline.com/Deep_Cycle_Battery_Banks.cfm

V / C100 / C20 / C10 l x w x h [mm] Weight [kg] NZD

Flooded (FLA)
8RP670NX 8V / 670 / 423 / 396 528 x 260 x 570 100 2377
6RP830NX 6V / 830 / 565 / 521 528 x 260 x 570 110 2110
6RP1080NX 6V / 1080 / 772 / 695 528 x 260 x 570 143 2463
4RP1330NX 4V / 1330 / 880 / 800 370 x 308 x 670 100 1575
4RP1600NX 4V / 1600 / 1020 / 990 370 x 308 x 670 120 18724RP1600NX 4V / 1600 / 1020 / 990 370 x 308 x 670 120 1872
4RP1800NX 4V / 1800 / 1130 / 965 370 x 308 x 670 140 1850

GEL (by Sonnenschein)
6RPg700 6V / 700 / 620 / 590 528x260x570 100 2373
4RPg1060 4V / 1060 / 870 / 835 528x260x570 120 2282

12V and 6V Deep Cycle

Industrial 12V and 6V deep cycle batteries Suitable for smal to medium sized renewable energy systems
Designed to DIN standard Thick flat plate design
http://www.alphatrononline.com/Batteries.cfm

V / C20 l x w x h [mm] Weight [kg] NZD

Flooded (FLA)
R232 6 V / 232 Ah 260 x 180 x 279 29 342
T105 (DC6V225) 6 V / 225 Ah 264 x 183 x 284 31.2 365
R245 6 V / 245 Ah 260 x 180 x 302 31 623
L16-380 6 V / 380 Ah 298 x 178 x 419 51 720
L16-420 6 V / 420 Ah 298 x 178 x 419 51 883

AGM Deep Cycle
Sunlyte 12-5000X 12 V / 100 Ah 307 x 175 x 224 31 632
A31DT 12 V / 105 Ah 329 x 171 x 238 31 665
A4D 12 V / 200 Ah 527 x 216 x 254 59 1245
A8D 12 V / 245 Ah 527 x 279 x 254 72 1503

GEL Deep Cycle
G31DT 12 V / 98 Ah 329 x 171 x 238 32 745
G4D 12 V / 183 Ah 527 x 216 x 254 60 1398
G8D 12 V / 225 Ah 527 x 279 x 254 73 1687
Sonnenschein SB12/60 A 12 V / 56 Ah 278 x 175 x 190 20 467
Sonnenschein SB12/100 A 12 V / 90 Ah 513 x 189 x 223 39 960
Sonnenschein SB12/130 A 12 V / 116 Ah 513 x 223 x 223 48 1157
Sonnenschein SB12/185 A 12 V / 165 Ah 518 x 274 x 238 65 1492
Sonnenschein SB6/200 A 6 V / 180 Ah 190 x 244 x 275 38 812
Sonnenschein SB6/330 A 6 V / 280 Ah 312 x 182 x 359 48 1228

Industrial Modular AGM for Backup Applications
Industrial Modular cabinet and rack AGM Central de-gassing (optional)
Disigned according to IEC 896-2 Deep discharge proof to DIN 43 539 T5

V / C10 l x w x h [mm] Weight [kg] NZD
M12V105FT 12V / 100Ah 511 x 110 x 238 39 985
M12V155FT 12V / 150Ah 559 x 124 x 283 54 1228
M6V190F 6V / 190 Ah 306 x 174 x 224 34 742
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PV Modules - Amorphous Roof Laminates
Amorphous PV Laminates
Flexible, stick on laminates, no support 
High performance under wide range of weather conditions and low light
Shadow & Heat tolerant, increased performance in hot climates
highest kWh yield per Wp installed
1000VDC rated for grid connected PV string arrays, IEC 61730 certified
25 year output guarantee

Data sheets: http://www.alphatrononline.com/PV_Laminates.cfm

Item Code hxwxd [mm] Weight [kg] NZD
PVL-31 31Wp, Voc: 11.55V, Vmp: 8.25 V, Isc: 5.1A, Imp: 4.1A 1410 x 394 x 4 4.1 442
PVL-68 68Wp, Voc: 23.1V, Vmp: 16.5V, Isc: 5.1A, Imp: 4.1A 2849 x 394 x 4 4.1 557
PVL-124 124Wp, Voc: 42V, Vmp: 30V, Isc: 5.1A, Imp: 4.1A 5007 x 394 x 4 7 1016
PVL-136 136Wp, Voc: 46.2V, Vmpp: 33V, Isc: 5.1A, Impp: 4.1A 5486 x 394 x 4 7.7 1114
PVL-144 144Wp, Voc: 46.2V, Vmpp: 33V, Isc: 5.3A, Impp: 4.36A 5486 x 394 x 4 7.7 1180

PV Modules - REC Solar Grid-Connect

Fuidized bed reactor silicon purification for minimum energy use during manufacturing
Use of hydro electricity for silicon manufacturing plants
1 year energy pay back
Highly automated manufacturing process
IEC 61730 certified, 1000V rated for use in grid-tie LV PV strings
25 year output guarantee Data sheets: http://alphatrononline.com/crystalline_grid_connect.cfm

Item Code hxwxd [mm] Weight [kg] NZD
REC225PE 225Wp, Voc: 36.8V, Vmp: 29.1V, Isc: 8.2A, Imp: 7.7A 1665 x 991 x 43 18 1045
REC230PE 230Wp, Voc: 37.1V, Vmp: 29.4V, Isc: 8.3A, Imp: 7.8A 1665 x 991 x 43 18 1068
REC235PE 235Wp, Voc: 37.4V, Vmp: 29.8V, Isc: 8.3A, Imp: 7.9A 1665 x 991 x 43 18 1091

PV Modules - Off Grid

http://alphatrononline.com/PV_modules_off-grid.cfm

Item Code hxwxd [mm] Weight [kg] NZD
SPP30-12 30Wp, Voc:21.6V, Vmp: 17.5V, Isc: 1.83A, Imp: 1.71A 552 x 525 x 30 3 210

Top quality Scandinavian crystalline modules

3 bypass diodes for shading tolerance

Cost effective off-grid panels
IEC 61 730 certified

Surface etched PV cells and microstructured high-transparancy glass for minimum reflection

SPP30-12 30Wp, Voc:21.6V, Vmp: 17.5V, Isc: 1.83A, Imp: 1.71A 552 x 525 x 30 3 210
SPM50-12 50Wp, Voc:21.6V, Vmp: 17.5V, Isc: 3.05A, Imp: 2.86A 760 x 450 x 35 5.5 346
SPM80-12 80Wp, Voc:21.88V, Vmp: 17.6V, Isc: 4.98A, Imp: 4.54A 1205 x 545 x 35 8.2 553
SPM130-12 130Wp, Voc:21.6V, Vmp: 17.7V, Isc: 7.94A, Imp: 7.35A 1482 x 676 x 35 13 892

PV Modules - Off Grid Professional

Anti reflective coating for optimum efficiency
German TuV certified
26 year output guarantee
Data sheets: http://www.alphatrononline.com/PV_Modules_Framed.cfm

Item Code hxwxd [mm] Weight [kg] NZD
SM50S 12Wp, Voc:22.4V, Vmp: 18.4V, Isc: 0.63A, Imp: 0.55A 470 x 250 x 35 1.3 222
SM100S 27Wp, Voc:21.8V, Vmp: 17.4V, Isc: 1.75A, Imp: 1.55A 540 x 460 x 35 3 498
SM200S 55Wp, Voc:21.3V, Vmp: 17.6V, Isc: 3.4A, Imp: 3.13A 1000 x 460 x 35 5.9 677
SM220S/M55 55Wp, Voc:21.3V, Vmp: 17.6V, Isc: 3.4A, Imp: 3.13A 1330 x 350 x 35 5.4 850
SM340S 85Wp, Voc:21.9V, Vmp: 18V, Isc: 5.15A, Imp: 4.72A 1240 x 560 x 35 7.9 915
SM500S 125Wp, Voc:21.7V, Vmp: 17.5V, Isc: 8A, Imp: 7.14A 1500 x 680 x 35 12.1 1346

PV Modules Frame-less Marine

Durable hard wearing surface
Modules can be screwed or glued
Flexible, can be mounted on curved surface
German TuV certified
26 year output guarantee
Data sheets: http://www.alphatrononline.com/PV_Modules_Marine_Stainless_Steel.cfm

Item Code hxwxd [mm] Weight [kg] NZD
SM40M 12Wp, Voc:22.6V, Vmp: 19V, Isc: 0.7A, Imp: 0.63A 450 x 270 x 2 1.3 563
SM60M 18Wp, Voc:22.6V, Vmp: 19V, Isc: 1.1A, Imp: 0.94A 620 x 250 x 2 1.65 659
SM80M 23Wp, Voc:22.6V, Vmp: 19V, Isc: 1.3A, Imp: 1.21A 440 x 460 x 2 2 811
SM120M 34Wp, Voc:22.6V, Vmp: 19V, Isc: 1.9A, Imp: 1.78A 590 x 460 x 2 3.1 981
SM160M 45Wp, Voc:22.6V, Vmp: 19V, Isc: 2.5A, Imp: 2.36A 760 x 460 x 2 3.75 1319
SM225M 68Wp, Voc:22V, Vmp: 18.5V, Isc: 3.8A, Imp: 3.67A 800 x 650 x 2 5.4 1672

Salt water resistant

Ideal for marine applications

German made, for professional off-grid applications

Frame-less, stainless steel backed modules without glass

Navigation, Telecom, Marine, Industrial etc.
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MC Solar connectors
Item Code IP67, UV resistant rated NZD
MC-3 Series
PV-KST3II IP67 Male cable coupler 3mm 20A / 1000V 9.98
PV-KBT3II IP67 Female cable coupler 3mm 20A / 1000V 11.40
PV-AZS3 IP67 branch plug 2 female to 1 male 3mm 20A / 1000V 16.20
PV-AZB3 IP67 branch plug 2 male to 1 female 3mm 20A / 1000V 15.97

MC-4 Series
PV-KST4/6II IP67 Male cable coupler 4mm 30A / 1000V 7.33
PV-KBT4/6II IP67 Female cable coupler 4mm 30A / 1000V 9.69
PV-AZS4 IP67 branch plug 2 female to 1 male 4mm 30A / 1000V 16.17
PV-AZB4 IP67 branch plug 2 male to 1 female 4mm 30A / 1000V 16.30

Crimp and assembly tools
PV-CZM Crimp tool with insert and locator for 4mm 998
PV-ES-CZM-16100 Insert for 3mm line 378
PV-LOC-A Locator for 3mm line 53
PV-RWZ3 Assembly tool 3mm line 523

PV DC- and AC Isolators and Breakers
Meet IEC 60364-7-712 Disconnectors for Solar PV  Power Supply Systems 

Item Code Current Voltage Dimensions NZD
DC Isolator 2p lockable IP66
PV-ISS-500-12 12 A DC 500 / 690 V 85 x 82 x 160 mm 222
PV-ISS-500-20 20 A DC 500 / 690 V 85 x 82 x 160 mm 252
PV-ISS-450-32 32 A DC 500 / 690 V 85 x 82 x 160 mm 319
PV-ISS-800-12 12 A DC 800 / 1000 V 100 x 93 x 250 mm 325
PV-ISS-650-25 25 A DC 650 / 1000 V 100 x 93 x 250 mm 378

AC Isolator 1p lockable IP66
56SW116 16 A AC 250 V 102 x 102 x 95 mm 122
56SW132 32 A AC 250 V 102 x 102 x 95 mm 143
56SW150 50 A AC 250 V 102 x 102 x 95 mm 163

AC Breaker 1p lockable 6kA
MCB1P6K16A 16 A / 6 kA 400 V 71
MCB1P6K25A 25 A / 6 kA 400 V 71
MCB1P6K32A 32 A / 6 kA 400 V 71
MCB1P6K50A 50 A / 6 kA 400 V 71

PV Solar System Regulatory SignsPV Solar System Regulatory Signs

All labels are permanently engraved in 2mm durable PVC

Item Code Dimensions NZD
4777.1-A2.1 Warning dual supply AS 4777.1 clause A2.1 132 x 66 mm 20
4777.1-A3 Warning dual supply AS 4777.1 clause A3 132 x 75 mm 20
4777.1-A2.2 Solar Supply AS 4777.1 clause A2.2 74 x 32 mm 5

5033-6.2 Solar DC AS/NZS 5033 clause 6.2 74 x 32 mm 5
5033-6.3.2 PV Array Main Switch AS/NZS 5033 clause 6.3.2 74 x 32 mm 5
5033-6.4R Solar Array "Roof" AS/NZS 5033 clause 6.4 175 x 130 mm 25
5033-6.4F Solar Array "Field" AS/NZS 5033 clause 6.4 175 x 130 mm 25
5033-SHUTDOWN gridPak Shutdown procedure 175 x 230 mm 50

4509-SD1 microGrid Shutdown procedure 175 x 230 mm 50
4509.1-3.1 Danger Equipment Starts Automatically 132 x 56 mm 20
4509.1-3.5 Warning Spark Hazard 132 x 75 mm 20
4509.1-3.7 Danger LV - park in safety socket 132 x 58 mm 20

PV Mounting - Pitched Roof

Metal roof and tiled roof interfaces
Designed to comply with the requirements of AS/NZS 1170
10 year warranty

Item Code NZD
SL-RAI-4200 Rail 4200 mm 117.31
SL-JOI-0000 Rail joiner 7.75
SL-ECL-3245 End Clamp 32-45 mm 6.30
SL-MID-3246 Mid Clamp 32-46mm 5.86
SL-LFT-0000 L bracket with metal roof interface 8.61
SL-TLE-0000 Tile bracket 39.28
SL-TLT-0300 Tilt kit 300mm, 150mm and 2x L brackets, nuts, screws and washers 48.10
SL-TLT-0500 Tilt kit 500mm, 150mm and 2x L brackets, nuts, screws and washers 52.20
SL-TLT-0600 Tilt kit 600mm, 150mm and 2x L brackets, nuts, screws and washers 55.03
SL-TLT-0700 Tilt kit 700mm, 150mm and 2x L brackets, nuts, screws and washers 57.87
SL-TLT-0800 Tilt kit 800mm, 150mm and 2x L brackets, nuts, screws and washers 61.28

To comply with applicable standards for grid-feed and stand alone power supplies, certain signs and labels must be displayed in 
the installation. To assist the installers in providing compliant systems, Alphatron have developed a range of labels and signs with 
reference to the applicable clause in the relevant standards.

Extruded high tensile aluminium, made by Ulrich Aluminium
Quickstone module mounting
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PVL gridPak - Amorphous Building Integrated Laminat es

Building integrated solution - no support structure required and it looks good!
Best kWh yield per Wp installed of any type of PV t echnology
Optional monitoring solutions
Call for alternative sizes
25 year output guarantee
Data sheets: http://www.alphatrononline.com/gridPak.cfm

Item Code Wp Roof area NZD
GP-PVL68-8 544 3 x 4 m 7174
GP-PVL68-12 816 3 x 6 m 9228
GP-PVL68-13 884 3 x 6.5 m 9742
GP-PVL68-20 1360 3 x 10 m 13593
GP-PVL68-24 1632 3 x 12 m 16120
GP-PVL68-28 1904 3 x 14 m 18186
GP-PVL68-30 2040 3 x 15 m 20131
GP-PVL68-40 2720 3 x 20 m 25319
GP-PVL68-45 3060 3 x 22.5 m 28751
GP-PVL144-14 2016 5.6 x 7 m 18950
GP-PVL144-20 2880 5.6 x 10 m 26410
GP-PVL144-27 3888 5.6 x 13.5 m 35036
GP-PVL144-40 5760 5.6 x 20 m 51661
GP-PVL144-56 8064 5.6 x 28 m 69993

REC gridPak - Crystalline with roof mount

Mounting for flush mount roof mounting included
High yield per available roof area
Optional monitoring solutions
Call for alternative sizes
25 year output guarantee
Data sheets: http://www.alphatrononline.com/gridPak.cfm

Item Code Wp Roof area [m2] NZD
��������	���
 1150 8.25 9079
��������	���� 1380 9.9 10164
��������	���� 1840 13.2 12983

Complete PV solar generators for grid connection
Includes inverter, installation materials, cabling, safety signs etc.

Includes inverter, installation materials, cabling, safety signs etc.
Complete PV solar generators for grid connection

��������	���� 1840 13.2 12983
��������	���
 2070 14.85 15183
��������	����	 2300 16.5 16269
��������	����� 2760 19.8 18650
��������	����� 3220 23.1 21633
��������	����� 4140 29.7 26768
��������	����	 4600 33 30331
��������	����� 5060 35.2 33508
��������	����� 5520 39.6 35876
��������	����	 6900 49.5 43999
��������	����
 10350 72 63710
��������	����� 11040 76.8 48750

��������	�
���
��������
��
���������
������	������� ����
�
��������	����
�� 10350 72 65661
��������	���
��� 12420 86.4 77077
��������	������� 14720 102.4 91102
��������	������� 16560 115.2 101208
��������	����	�� 18400 128 110800

gridPak monitoring packages NZD

Wireless Monitoring Package GP-SB 779
- One SunnyBeam display
- One radio piggyback

Internet Monitoring Package GP-WB 1800
- WebBox data logger with RS485
- RS485 piggy back
- 10m data cable

alphaView Public Display Package GP-PD 4466
- GP-WB package
- Industrial embedded PC
- alphaView Software
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microGrid ac-coupled stand-alone power systems

ac-coupling between sources and consumers
compatible with gridPak PV generators and wind turbines
Easy expansion, ideal for multiple dwellings
Easy incorporation of multiple generation sources
Direct source to consumer - high efficiency, small storage requirements
Contact Alphatron for assistance with sizing your microGrid

Data sheets: http://www.alphatrononline.com/microGrid.cfm
Item Code Pcont / P_1min / Phase Battery Bank Max Generator NZD

������������������
��
������ 2.2 kW / 3.8 kW / 1-ph 24 V 25 7600
���
�	 5 kW / 8.4 kW / 1-ph 48 V 56 10570
����	�	 10 kW / 16.8 kW / 1-ph 48 V 112 21302
������ 6.6 kW / 11.4 kW / 1-ph/3-ph 24 V 75 / 3 x 25 19769
����
�	 15 kW / 25.2 kW / 1-ph/3-ph 48 V 168 / 3 x 56 37873
������� 30 kW / 50.4 kW / 3-ph 2 x 48 V 3 x 80 poa
������� 45 kW / 75.6 kW / 3-ph 3 x 48 V 3 x 125 poa
������� 60 kW / 100 kW / 3-ph 4 x 48 V 3 x 160 poa

������������
����
������ Configuration for inclusion of a diesel generator in the system poa
������������� Manual AC-Bypass selector poa
����� External load shedding poa

��

������������ �!����"�����#���
��������������
�� ������������$ D x W x H [mm] Weight [kg]
���	����	� 24 V / 600 Ah 600 x 780 x 434 432 9720
���	������ 24 V / 720 Ah 600 x 894 x 434 506 10520
���	����
� 24 V / 1500 Ah 670 x 851 x 872 2432 19320
���	����	� 48 V / 600 Ah 600 x 780 x 868 864 19440
���	������ 48 V / 720 Ah 600 x 894 x 868 1012 21040
���	����
� 48 V / 1500 Ah 670 x 851 x 1744 4864 38640

��

����������%�������!����"���
���
����#���
������ ��
��������������$ D x W x H [mm] Weight [kg]
���	������ 24 V / 670 Ah 530 x 850 x 570 320 7130
���	������ 24 V / 830 Ah 530 x 850 x 570 440 8440
���	����	� 24 V / 1080 Ah 530 x 1040 x 570 572 9853
���	������ 24 V / 1600 Ah 370 x 1850 x 630 720 11230
���	������ 48 V / 670 Ah 850 x 1060 x 570 640 14260
���	������ 48 V / 830 Ah 850 x 1060 x 570 880 16880

Complete off-grid Power Systems
Includes inverter, installation materials, cabling, safety signs etc.

���	����	� 48 V / 1080 Ah 1040 x 1060 x 570 1144 19707
���	������ 48 V / 1600 Ah 740 x 1850 x 630 1440 22460

��

�����������&'�!����"��������
���������
�������� ������$ D x W x H [mm] Weight [kg]
���	����	� 24 V / 600 Ah 206 x 1740 x 698 516 8200
���	����	� 24 V / 800 Ah 210 x 2292 x 698 708 13300
���	����	� 24 V / 1000 Ah 233 x 2520 x 698 852 15980
���	������ 24 V / 1200 Ah 275 x 2520 x 698 996 17000
���	����	� 48 V / 600 Ah 412 x 1740 x 698 1032 16400
���	����	� 48 V / 800 Ah 420 x 2292 x 698 1416 26600
���	����	� 48 V / 1000 Ah 466 x 2520 x 698 1704 31960
���	������ 48 V / 1200 Ah 550 x 2520 x 698 1992 34000

(������������
���!��������$ D x W x H [mm] Weight [kg]
�����			�� 6 kVA, 1-ph 3000 rpm / 1 cylinder 1050 x 620 x 830 205 poa
�����			�
 9 kVA, 1-ph 3000 rpm / 2 cylinder 930 x 555 x 800 190 poa
�����
		�
 9 kVA, 1-ph 1500 rpm / 3 cylinder 1475 x 750 x 1050 632 poa
�����
		����� 13 kVA, 1-ph 1500 rpm / 3 cylinder 1475 x 750 x 1050 691 poa
�����
		����� 13 kVA, 3-ph 1500 rpm / 3 cylinder 1475 x 750 x 1050 691 poa
�����
		��	 20 kVA, 1-ph/3-ph 1500 rpm / 4 cylinder 1920 x 900 x 1230 759 poa

������
�����
����
����������� Enables generator to be automatically started and stopped by microGrid 722
��������� External diesel storage tank poa

���������� ���
��������
���� inverter
������� Kit to IP enable microGrid, includes IP hub, data logger and inverter comms port 1 1636
������� Kit to internet enable microGrid, includes IP hub, data logger and 2 inverter comms ports 2 1858
������ alphaView microGrid Manager software requires MG-IP to be installed 400
������ alphaView Public Display Package requires MG-IP to be installed, includes industrial computer poa
������� Sensor option for MG-IP. Irradiance, ambient temp. module temp. Anemometer optional 1206
������� Anemometer. Requires MG-IP and MG-IP-S to be installed 365
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Wind Turbine - Gusto 2.0

Sealed bearings, maintenance free
48V battery charging or 230Vac grid connected output
5 year warranty
http://www.alphatrononline.com/wind_turbine.cfm

Item Code NZD
WT-G2-48 Gusto 2.0 Turbine 48V 16900
WT-G2-230 Gusto 2.0 Turbine 230V 21515
T6 Tower 6.5m 6250
T13 Tower 13m 7500

Wind Turbine - Venti Urban Wind Turbine

Venturi diameter 2m, length 1m
Silent and turbulance resistant
Designed for urban applications
http://www.alphatrononline.com/wind_turbine.cfm

Item Code NZD
WT-VENTI Venti 1.5kW network connectable wind turbine 15659
M1500 Mast 1500mm 824

3 blade rotor in Venturi

1.9 kW horizontal axis wind turbine
3 blades, 3.2m diameter

1.5 kW horizontal axis wind turbine
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Cable
AC Cable
Item Code core cross section Unit NZD
2CT2.5AC-1 TINNED 2c 2.5mm2 FLEX AC Lloyds appr. 2.5mm2 m 4.62

3CT1.5AC-1 TINNED 3c 1.5mm2 FLEX AC Lloyds appr. 1.5mm2 m 3.88

3CT2.5AC-1 TINNED 3c 2.5mm2 FLEX AC Lloyds appr. 2.5mm2 m 5.88

3CT4.0AC-1 TINNED 3c 4.0mm2 FLEX AC Lloyds appr. 4mm2 m 9.93

3CT6.0AC-1 TINNED 3c 6.0mm2 FLEX AC Lloyds appr. 6mm2 m 24.13

3CT10AC-1 TINNED 3c 10mm2 FLEX AC 10mm2 m 72.87
4CT2.5AC-1 TINNED 4c 2.5mm2 FLEX AC Lloyds appr. 2.5mm2 m 9.28

5CT6.0AC-1 TINNED 5c 6.0mm2 FLEX AC Lloyds appr. 6mm2 m 37.77

5CT25AC-1 TINNED 5c 25mm2 FLEX AC Lloyds appr. 25mm2 m 196.60

Battery Cable
Item Code core cross section Unit NZD
1CT10DC-1 TINNED Dual Sleeved 1c 10mm2 Lloyds appr. BLACK 10mm2 m 5.60

1CT10DC-1R TINNED Dual Sleeved 1c 10mm2 Lloyds appr. RED 10mm2 m 7.00

1CT16DC-1 TINNED Dual Sleeved 1c 16mm2 Lloyds appr. BLACK 16mm2 m 8.57

1CT16DC-1R TINNED Dual Sleeved 1c 16mm2 Lloyds appr. RED 16mm2 m 9.87

1CT25DC-1 TINNED Dual Sleeved 1c 25mm2 Lloyds appr. BLACK 25mm2 m 12.05

1CT25DC-1R TINNED Dual Sleeved 1c 25mm2 Lloyds appr. RED 25mm2 m 12.33

1CT35DC-1 TINNED Dual Sleeved 1c 35mm2 Lloyds appr. BLACK 35mm2 m 16.45

1CT35DC-1R TINNED Dual Sleeved 1c 35mm2 Lloyds appr. RED 35mm2 m 20.13

1CT50DC-1 TINNED Dual Sleeved 1c 50mm2 Lloyds appr. BLACK 50mm2 m 23.30

1CT50DC-1R TINNED Dual Sleeved 1c 50mm2 Lloyds appr. RED 50mm2 m 28.52

1CT70DC-1 TINNED Dual Sleeved 1c 70mm2 Lloyds appr. BLACK 70mm2 m 35.43

1CT70DC-1R TINNED Dual Sleeved 1c 70mm2 Lloyds appr. RED 70mm2 m 35.43

1CT95DC-1 TINNED Dual Sleeved 1c 95mm2 Lloyds appr. BLACK 95mm2 m 43.10

1CT120DC-1 TINNED Dual Sleeved 1c 120mm2 Lloyds appr. BLACK 120mm2 m 64.78

DC-CABLE.70-3 2 x 3m ready to use 70mm double insulated battery cable with cable shoes set 391

DC-CABLE.70-6 2 x 6m ready to use 70mm double insulated battery cable with cable shoes set 665

Solar Cable, LV (1000V), UV resistant
Item Code core cross section cores NZDItem Code core cross section cores NZD
62.7417-110-21 Flex-Sol 4.0 SN tinned double insulated Black 4mm2 8.28
62.7417-110-22 Flex-Sol 4.0 SN tinned double insulated RED 4mm2 8.28
62.7418-110-21 Flex-Sol 6.0 SN tinned double insulated Black 6mm2 11.31
62.7418-110-22 Flex-Sol 6.0 SN tinned double insulated RED 6mm2 11.31

Communication Cable, outdoor UV resistant
Unit NZD

COMCAB-OUT 2 x 2 x 0.22mm2 m 5.14
COMCAB-OUT100 2 x 2 x 0.22mm2 reel 100m 493
COMCAB-OUT200 2 x 2 x 0.22mm2 reel 200m 956
COMCAB-OUT500 2 x 2 x 0.22mm2 reel 500m 2317
COMCAB-OUT1000 2 x 2 x 0.22mm2 reel 1000m 4566
SI-COM-RJ45 Adaptor cable RJ45 to 3 term RS485 56
SB-PG-OUT PG cable gland to connect COMCAB-OUT to inverter, pack of 10 10pcs 131
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